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Plan View

welded wire fabric

not less than 58#/100sq ft

6" x 6" welded wire fabric

* 3’ & varies

not less than 58#/100sq ft

6" x 6" welded wire fabric

* 3’ & varies

(typical)

rodent screen

Class SI concrete

Pipe Underdrain (Special)

proposed 

Quantities for *Standard Protector

III

II

I

Type

6.75

3.75

2.75

Sq Yd

WWF

of the Standard Specifications and State Standard 601101.

Rodent Screens shall be in accordance with Article 601.05

not be measured for payment.

Excavation and backfill required for this work will 

WELDED WIRE FABRIC 6 X 6.

and at the contract unit price per square yard for 

per cubic yard for CLASS SI CONCRETE OUTLET PROTECTOR 

This work will be measured for payment at the contract unit price 

portions of Section 606 of the Standard Specifications.

Outlets are to be constructed in accordance with applicable

typical

section A-A

1.39

.88

.63

Cu Yd

Class SI

4" min

1’

slope to drain

shape drainage way

slope to drain

shape drainage way

4"
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1’1’

2’

1’

Type II

Type III

2’

typical

3’
typical

3’ & varies

not less than 58#/100sq ft

6" x 6" welded wire fabric

typical

 * 3’ & varies

2’

is within 3 feet of the ditch flow line.

* Varies at all locations where the outlet

(Special)

Pipe Underdrain 

proposed 

Class SI concrete

4"

4"

1’

median 
3’* 

4"

not less than 58#/100sq ft

6" x 6" welded wire fabric

(Special)

Pipe Underdrain 

proposed 
4"

4"
rodent screen (typical)

typical

3’

4"

median typical

* 3’ & varies 3’
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