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DISTRICT 5 DETAIL NO. X032AAAA

REAL-TIME TRAFFIC CONTROL SYSTEM

1 1

JWS

BRBP

----

04/24

            

          

(millimeters) unless otherwise shown.

Note: All dimensions are in INCHES

PER STANDARD 701400

PER STANDARD 701400

1.

NOTES:

2.

LEGEND

3.

4.

5.

6.

THE ENGINEER.

THE PORTABLE CHANGEABLE MESSAGE SIGN PER (STD. 701400) AS DIRECTED BY

THE NUMBER OF RTTCS DEVICES MAY BE REDUCED BASED ON THE LOCATION OF 

IN ADVANCE OF THE RIGHT/LEFT LANE CLOSED 1 MILE SIGN (STD. 701400)

THE FIRST REAL-TIME TRAFFIC CONTROL WARNINGS SIGN SHOULD BE PLACED 500 FOOT

(STD. 701400).

250 FOOT IN ADVANCE OF THE RIGHT LANE/LEFT LANE CLOSED 1/2 MILE SIGN

THE SECOND REAL-TIME SPEED TRAFFIC MONITORING SENSOR UNIT IS TO BE PLACED

250 FOOT UPSTREAM OF THE TAPER.

THE FIRST REAL-TIME TRAFFIC MONITORING SENSORS UNIT IS TO BE PLACED

1 MILE OR AS DIRECTED BY THE ENGINEER.

EVERY 1/2 MILE AND REAL-TIME TRAFFIC CONTROL WARNING SIGNS SPACED EVERY

REAL-TIME TRAFFIC CONTROL MONITORING SENSOR UNITS SPACED APPROXIMATELY

WARNING SIGNS IS INCLUDED IN THE REAL-TIME TRAFFIC CONTROL  PAY ITEMS.

DIRECTED BY THE ENGINEER. RELOCATION OF REAL-TIME TRAFFIC CONTROL STATIC

THE NUMBER OF REAL-TIME TRAFFIC CONTROL WARNINGS SIGNS MAY BE CHANGED AS
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"STOPPED TRAFFIC NEXT MILE WHEN FLASHING".

SIGN THAT SAYS:

PROJECT SIGN SHALL BE A 48" X 96" (1200MM X 2400MM)

REAL-TIME TRAFFIC CONTROL WARNING SIGN

WHEN FLASHING

NEXT MILE

STOPPED TRAFFIC

S REAL-TIME TRAFFIC MONITORING SENSOR UNIT

THIS PORTABLE CHANGEABLE MESSAGE SIGN IS INCLUDED IN STANDARD 701400

IT SHALL READ: "RIGHT/LEFT LANE CLOSED // X MILES AHEAD"

IN ADVANCE OF THE REAL-TIME TRAFFIC CONTROL  WARNING SIGN.

SINGLE PORTABLE CHANGEABLE MESSAGE SIGN PLACED 1 MILE
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