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DETAILS 

FR-399

 NOTES

2. Metal end posts shall be set in concrete. See DETAIL A.

1. Additional line posts shall be placed at one half the distance

  between the end posts on sloped embankments when the distance

3. TYPICAL FENCE DETAIL for the following locations:

4. Sideslopes may vary for each location mentioned above. See

PLAN SHEETS per location.

 DETAIL A

 between the posts exceeds 10’.

6. Refer to Section 665- Woven Wire Fence in the Standard 

Specifications for Road and Bridge Construction adopted

January 1, 2012, if additional information is needed.

5. The bid item Non-Restrictive Fence shall consist of the removal 

and labor costs for the installation of the replacement fence.

and disposal of existing fence, where required, and all material 

4" max.
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12" Dia. min 

Metal Line Post
Metal End Post not

centered in concrete
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’-

0
"
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0
"

Proposed Channel Bottom Width

1

Variable

Existing woven wire

fence to be attached 

to metal end post.

Metal End Post

Metal Line Post

Metal Line Post

(where applicable)

Barbed Wire

12" Centers

1

Variable

Existing Ground

Proposed Channel Bottom

See DETAIL A
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NON-RESTRICTIVE FENCE DETAILS

CHANNEL CROSS SECTION AT

FENCE REPLACEMENT

Metal Line Post

Screw Anchors shall be attached to these  

   ASHLAND FLOOD CONTROL

BORINGS AT PROPOSED CULVERT - FREMONT ST.

BORINGS AT PROPOSED CULVERT -  ILL. RTE. 125
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 line posts. Cost included in Non-Restrictive 

 Fence.

Upstream - Cemetary Road (See sheet 14)


