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24" (609.6) MINIMUM DEPTH ENCLOSURE

WITH REMOVABLE FLUSH COVER.

COVER SHALL BE ATTACHED

VIA S.S. HEADED SCREWS.

GROUND ROD

5/8" (16) DIA. X 10’ (3.048 m)

COPPER CLAD

CRUSHED STONE

EXOTHERMIC WELDS
TO REINFORCEMENT BAR CAGE

5’ RADIUS

(1.524 m)

GROUND ROD (TYP)

#20/0 BARE COPPER WIRE

GROUND WELL (TYP, EA. GND ROD)

SEE GROUND WELL DETAIL

FOUNDATION

REINFORCEMENT BAR CAGE

MECHANICAL CONNECTION

TO ANCHOR ROD (TYPICAL)

   ANCHOR ROD (TYPICAL)

FIBERS
FUNTION

APPLICATION

DESCRIPTIONFIBER NO. COLOR CODE

1 BLUE IN TX

2 ORANGE IN TX

3 GREEN OUT TX

4 BROWN OUT TX

5 SLATE SPARE

6 WHITE SPARE

7 RED SPARE

8 BLACK SPARE

9 YELLOW IN TX

10 VIOLET IN TX

11

12

ROSE

AQUA

OUT RX

OUT TX

DATA CIRCUIT

FUTURE

DMS

STANDARD 12-FIBER CABLE CONFIGURATION

TX RX RX TX

SERIAL DEVICE

SERVER

BLUE BUFFER TUBE

ORANGE BUFFER TUBE

GREEN BUFFER TUBE

BROWN BUFFER TUBE

BLUE BUFFER TUBE

ORANGE BUFFER TUBE

N NSS

12F SINGLE-MODE FIBER

OPTIC PIGTAIL (TYP)
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N.T.S.

MONOPOLE DETAIL

N.T.S.

CONDUIT IN TRENCH DETAIL

N.T.S.

N.T.S.

ETP ANTENNA PIPE DETAIL

N.T.S.

FIBER OPTIC SPLICING DETAIL

N.T.S.

CORING DETAIL

DETAILS (1 OF 3)

LIGHTNING ROD

CAP PLATE

~ OF TRENCH

TAPE 6" WIDE

RED WARNING

ON PLANS

SIZES AS SHOWN

DUCT OR CONDUIT

GRADE

EXISTING

MECHANICAL FASTENER

#6 AWG COPPER AND

BOND TO I-BEAM WITH

BUSS BAR

EXTERIOR GROUND

EFIS FINISH

WATERTIGHT

CAULK AROUND PLATE

(TYP. OF 2)

OR APPROVED EQUAL

ANDREW # MT-222L

WALL ANCHOR PLATE,

GALVANIZED STEEL

PARABOLIC ANTENNA

PROPOSED 24"}

TO PIPE AS REQUIRED

FASTEN ANTENNA CABLE

OR APPROVED EQUAL

ANTENNA PIPE ANDREW #MT-546-126

10’ - 2�" OD GALVANIZED STEEL

TO STEEL PAN DECK

BOLT BOTTOM PIPE PLATE

DETAIL THIS SHEET)

ROUTING (SEE CORING

DRILL BRICK FOR ANTENNA

AND CLAMP

WITH RUBBER BOOT COLLAR

SEAL PENETRATION WATERTIGHT

DIAMETER AND LENGTH

CONTACTOR TO COORDINATE BOLT

WITH (4) GALVANIZED BOLTS.

GALVANIZED BACKPLATE FASTENED

OR BRICK

INSULATION

EIFS ON 2" RIGID

OF SLEEVE

CAULK PERIMETER

ANTENNA CABLE

THAN CABLE/PIPE

HOLES APPROXIMATELY �" LARGER

CORE THROUGH CMU AND/OR BRICK,

BETWEEN CABLE & SLEEVE

SEAL ANNULAR SPACE

N.T.S.

GROUND ROD DETAIL

N.T.S.

GROUND WELL DETAIL
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1. CONTRACTOR SHALL VERIFY AND COORDINATE FIBERS TO BE SPLICED.

NOTES:

(WITH RADOME)

APPROVED EQUAL

# P2F-57W-NXA OR 

SOLUTIONS MODEL 

2’} 5.8 GHz ANDREW

ANTENNA, 95’ MH,

(NOTE 1)

STEEL MONOPOLE

HOT-DIPPED GALVANIZED 

6.

5.

4.

3.

2.

1.

NOTES:

MANUFACTURER REQUIREMENTS.

COORDINATED FOR APPROVAL WITH TOWER

ANCHOR ROD INFORMATION SHALL BE FULLY 

TO ARTICLE 1006.9.

GRADE 725 (GRADE 105) AND GALVANIZED ACCORDING

ACCORDING TO AASHTO M 314 OR ASTM F1554, 

ANCHOR RODS SHALL BE STRAIGHT AND SHALL BE 

ARTICLE 1020.13.

THE CONCRETE HAS BEEN CURED ACCORDING TO 

THE MONOPOLE SHALL NOT BE ERECTED UNTIL AFTER 

CONCRETE.

INTO THE HOLE SHALL BE REMOVED BEFORE PLACING

HOLE AN DALL WATER WHICH MAY HAVE INFILTRATED

SURFACE WATER WILL NOT BE PERMITTED TO ENTER

BE FORMED.

TOP OF FOUNDATION TO 18" BELOW GRADE SHALL

(SEE SPECIAL PROVISION).

SHALL DESIGN POLE AND CONCRETE FOUNDATION 

THE MICROWAVE LINK PAY ITEM). CONTRACTOR 

RELATED EQUIPMENT SHALL BE PAID FOR UNDER 

PAY ITEM  (THE ANTENNA/ANTENNA CABLE AND

SHALL SHALL BE INCLUDED IN THE MONOPOLE

POLE, FOUNDATION, AND RELATED GROUNDING  
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NOTE 1

(SEE GROUND ROD DETAIL)

 BARE COPPER WIRE 0
2A #

CONNECTED TOGETHER WITH
CIRCLE EXOTHERMICALLY
SPACED IN A 10’ DIAMETER
GROUND RODS EQUALLY
(4) �" DIA. x 10’ LONG

CONNECTION
EXOTHERMIC WELD

FOUNDATION (NOTE 1)
REINFORCED CONCRETE NOTES:

1. THIS WORK SHALL BE INCLUDED

  IN THE MICROWAVE LINK PAY

  ITEM.

25 22COOK
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