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COAXIAL CABLE

GROUND BUS
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TO GROUND ROD

1/C #6 BARE COPPER

FOUNDATION MOUNTED CABINET

CAULK AROUND BASE OF CABINET
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6 AND 7

SEE NOTES

1
7
.7

"
 
(4

5
0

m
m
)

M
I
N
.

CABINET DETAIL

     (MODEL 334)

CONCRETE BASE MOUNTED

EXISTING SURVEILLANCE

4
.0
’

4
.8

5
’

5
.5
’

4
.8
’

4
.0
’

1.80’

2.0’FRONT VIEW
(DOOR CLOSE)

(MODEL 334)

SIDE VIEW

(MODEL 334)

FOUNDATION MOUNTED CABINET

BACK VIEW

(MODEL 334)

(DOOR REMOVED)

ONE-PIECE DENSE

NEOPRONE GASKET

2.52’

  DETAILS AND ADDITIONAL REQUIREMENTS.

1. REFER TO SPECIAL PROVISIONS FOR CABINET

  FOR MAJOR EQUIPMENT ITEMS ONLY.

2. CABINET ENTRIES INCLUDE VERTICAL ARRANGEMENT

  PER THE SPECIAL PROVISIONS.

3. INSTALL ADDITIONAL ITEMS ON SIDE AND BACK PANELS

  IN FOUNDATIONS.

  AND DUCT SEALANT AT ALL CONDUIT BEND TERMINATIONS

4. THE CONTRACTOR SHALL INSTALL INSULATED BUSHINGS

  THE GROUND SURFACE.

5. CONCREATE BASE TO BE FORMED AT LEAST 6.0" ABOVE

6. CONCREATE BASE MUST BE CAST IN PLACE.

NOTES:

DIA. DOOR HANDLE

STAINLESS STEEL �"

WITH REUSABLE AIR FILTER

LOUVERED AIR VENTS

PATCH CORD

DAN RYAN COMMUNICATIONS CABINET DETAIL

PHASE CONDUCTOR

NEUTRAL CONDUCTOR

GROUND CONDUCTOR
COMMUNICATION CABINET OUTLINE

RADIO

POWER SUPPLY

-48VDC

6

1

8

5
FAN

G

800W HEATER

4

T

TSTAT

11 3

9

15A

2

N

10
SP

7

1  MICROWAVE RADIO SEE "MICROWAVE SYSTEMS" SPECIFICATION N/A

SIEMENS NO. ED41B01515 AMPERE, 1P, 120V RATING, 22KAICCIRCUIT BREAKER

POWER SUPPLY
2

FAN CIRCUIT BREAKER

CABINET HEATER/
3 15 AMPERE, 1P, 120V RATING, 22KAIC SIEMENS NO. ED41B015

HOFFMAN NO. DAH8001B800W - 120V WITH INTEGRAL THERMOSTAT4  CABINET HEATER

5  CABINET FAN COOLING CABINET FAN (WITH FAN FILTER)

THERMOSTAT CONTROLLED 450 CFM MIN.
HOFFMAN NO. A10AXFN

N/ASEE "MICROWAVE SYSTEMS" SPECIFICATION

120V INPUT TO -48VDC OUTPUT
6  POWER SUPPLY

SURGE PROTECTOR

COAXIAL CABLE
7 SEE "MICROWAVE SYSTEMS" SPECIFICATION N/A

ARBORON�" THICK SOLID PHENOLIC LAMINATE8  BACK PANEL

BLOCK

POWER DISTRIBUTION
9  600 VOLT, INSULATED, SIZE AS REQUIRED MARATHON

N/ARESPONSE (SEE "COMM. CABINET & EQUIPMENT")

120VAC W/ 340V-20KA SERIES CHOKE & 5ns

10  SURGE PROTECTOR

11  F.O.  PATCH PANEL SEE "FIBER OPTIC WORK" SPECIFICATION N/A

25 242009-087I COOK

CONTRACT NO. 60I34


