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COMB. CURB & GUTTER REMOVAL

PROP. CC&G TYPE M6.06

COMB. CURB & GUTTER REMOVAL

PROP. CC&G TYPE M6.06

PROP. PCC BASE COURSE, 8"

PROP. PCC BASE COURSE,  8"

MULCH METHOD 2

 

SEEDING, CLASS 2, TOPSOIL
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PROP. HMA

SHOULDERS, 2�"

PROP. 3’ AGGREGATE

SHOULDERS, TYPE B

EX CC&G TYPE M6.06
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PROP. 3’ AGGREGATE

SHOULDERS, TYPE B
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HMA SHOULDER REMOVAL

PROP. HMA SHOULDERS, 

10�"(8"+2�" RESURF.)

PROP. 2’ AGGREGATE

SHOULDERS, TYPE B

+3’ WEDGE

PROP. 2’ AGGREGATE

SHOULDERS, TYPE B

+3’ WEDGE

PROP. 2’ AGGREGATE

SHOULDERS, TYPE B

+3’ WEDGE

HMA SHOULDER REMOVAL
PROP. SUB-BASE GRAN.

MATERIAL, TYPE A, 6"

PROP. HMA SHOULDERS, 10�"(8"+2�" RESURF.)

PROP. 3’ AGGREGATE

SHOULDERS, TYPE B
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31.00’ RT
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+3’ WEDGE

PR PCC BASE CSE, 8"

(CONSTRUCTED PRIOR

TO RESURFACING)

PR CC&G TY-M6.24 & VAR

CONCRETE MEDIAN SURF. REMOVAL

PR SOLID CONCRETE MEDIAN,

TYPE SM-6.06 (CONSTRUCTED

PRIOR TO RESURFACING)

PR SOLID CONCRETE MEDIAN,

TYPE SM-6.06 (CONSTRUCTED

PRIOR TO RESURFACING)
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NOTE: SUB-BASE GRANULAR MATERIAL, TYPE A, 6",

SHALL BE PLACED UNDER PROP. PCC BASE 

COURSE, 8", AND UNDER PROP. HMA

SHOULDERS, SUPERPAVE, 10�".

 

ELEVATIONS ALONG THE RADII WHERE THE 

RAMPS ARE TO BE WIDENED SHALL BE DETERMINED

IN THE FIELD BY THE ENGINEER.
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PAVEMENT MARKING LEGEND

PR URETHANE PAVEMENT MARKING, LINE 5" (SOLID YELLOW)

PR URETHANE PAVEMENT MARKING, LINE 5" (SOLID WHITE)

PR URETHANE PAVEMENT MARKING, LINE 6" (SOLID WHITE)

PR PREFORMED PLASTIC PAVEMENT MARKING, TYPE B (INLAID), LINE 8" (SOLID WHITE)

PR PREFORMED PLASTIC PAVEMENT MARKING, TYPE B (INLAID), LINE 12" (SOLID YELLOW)

PR PREFORMED PLASTIC PAVEMENT MARKING, TYPE B (INLAID), LINE 12" (SOLID WHITE)

PR PREFORMED PLASTIC PAVEMENT MARKING, TYPE B (INLAID), LINE 24" (SOLID WHITE)

PR RAISED PAVEMENT MARKERS, ONE-WAY CRYSTAL

PR RAISED PAVEMENT MARKERS, ONE-WAY AMBER

PR RAISED PAVEMENT MARKERS, TWO-WAY AMBER

PR PREFORMED PLASTIC PAVEMENT MARKING, TYPE B (INLAID), LINE 5" (30’ SKIP, 10’ WHITE DASH)

PR PREFORMED PLASTIC PAVEMENT MARKING, TYPE B (INLAID), LETTERS & SYMBOLS (SOLID WHITE)
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PROP. GUARDRAIL (SEE SCHEDULE)

INTERCHANGE DETAILS

I-172 & COLUMBUS ROAD

ADAMS COUNTY

CONTRACT NO. 72694

*  (1-5)RS-1; (1-6)RS
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74^-51’-59"

99^-56’-31"

STA 43+05.89 (COLUMBUS RD.) =

Sta 23+58.75 (RAMP C)

STA 43+39.13 (COLUMBUS RD.) =

Sta 0+00.00 (RAMP D)
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