
EXISTING RAMP CRCP 8"

END OF FABRIC-12"

EXISTING STABILIZED SHOULDER

END OF MILLING

PROPOSED AREA REFLECTIVE CRACK CONTROL TREATMENT

24"12" 12"

EXISTING CRCP 8"

EXISTING CRCP 8"

EXISTING STABILIZED SHOULDER

PROPOSED LONGITUDINAL JOINT

REPAIR - TYPICAL

NOTE : THE ENGINEER IN THE FIELD SHALL DETERMINE AND LOCATE ALL AREAS FOR REPAIR

2
"

JJS

LLQ

PROPOSED BITUMINOUS MATERIAL (PRIME COAT)

REVISIONS

NAME DATE
ILLINOIS DEPARTMENT OF TRANSPORTATION

SCALE:

DATE
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CHECKED BY

VERT.

HORIZ.

SECTION COUNTY

STA. TO STA.

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

 172    ADAMS  

                    

TOTAL

SHEETS

SHEET

NO.

F.A. .

RTE.

EXISTING CRACK

EXISTING PCC 

PAVEMENT 8"

PROPOSED LONGITUDINAL JOINT REPAIR DETAIL

(TYPICAL)

LONGITUDIANL JOINT REPAIR

(PLAN VIEW)

CONTRACT NO. 72694

LONGITUDINAL JOINT 

REPAIR & SILICONE JOINT
SEALER DETAILS

09/10/2004

PROPOSED PCC PAVEMENT SURFACE REMOVAL (VAR. DEPTH = 2�" MIN)

              *

*  (1-5)RS-1; (1-6)RS

PROPOSED HOT MIX ASPHALT BINDER COURSE,

IL-19.0, N70, 2�" MIN"

PROPOSED HOT-MIX ASPHALT BINDER COURSE,

IL-19.0, N70, 2-1/4"

PROPOSED HOT-MIX ASPHALT SURFACE

COURSE, SUPERPAVE, MIX D, N70, 1-1/2"

90   108


