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ELEVATION A - A

SECTION C- C

SECTION D- D

1 OF 2

NAVIGATION LIGHTING SYSTEM

J J

EXISTING PROPOSED DESCRIPTION

SERVICE INSTALLATION

RED 180 DEGREE WATERWAY OBSTRUCTION WARNING LUMINAIRE, L.E.D.

GREEN 360 DEGREE WATERWAY OBSTRUCTION WARNING LUMINAIRE, L.E.D.
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BEARING ~18"
EXPANSION

10" X 10" X 6"
ATTACHED TO STRUCTURE,
JUNCTION BOX, STAINLESS STEEL, 

A
A

5

10" X 10" X 6"
ATTACHED TO STRUCTURE,
STAINLESS STEEL,
JUNCTION BOX,

6" X 8" X 4"
ATTACHED TO STRUCTURE,

JUNCTION BOX, STAINLESS STEEL

LIGHTING CONTROLLER PEDESTAL MOUNTED, 240V

FUSED DISCONNECT SWITCH WITH ENCLOSURE

B’ B’

ELEVATION B’-B’(MIRRORED)
&

ELEVATION B-B

10" X 10" X 6"
ATTACHED TO STRUCTURE,

STAINLESS STEEL,
JUNCTION BOX,

10" X 10" X 6"
ATTACHED TO STRUCTURE,

JUNCTION BOX, STAINLESS STEEL

6" X 6" X 4"
STRUCTURE,

ATTACHED TO
STAINLESS STEEL,

JUNCTION BOX,

10" X 10" X 6"
STRUCTURE,
ATTACHED TO
STAINLESS STEEL,
JUNCTION BOX,

FOR ELEVATION B-B, ONLY

FOR ELEVATION B-B, ONLY

FOR ELEVATION B-B, ONLY

ELEVATION B’-B’; 6" X 8" X 4"
ELEVATION B-B;10" X 10" X 6"

STRUCTURE,
ATTACHED TO

STAINLESS STEEL,
JUNCTION BOX,
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10" X 10" X 6"
ATTACHED TO STRUCTURE,

JUNCTION BOX, STAINLESS STEEL, 

6" X 8" X 4"
ATTACHED TO STRUCTURE,

JUNCTION BOX, STAINLESS STEEL, 

SWITCH WITH ENCLOSURE
REPLACE FUSED DISCONNECT
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CONDUIT AT EXPANSION-48" MAX.
FLEXIBLE NON-METALLIC

1 1/2" DIA., LIQUIDTIGHT

2
2
"

CONDUIT AT EXPANSION-48" MAX.
FLEXIBLE NON-METALLIC
1 1/2" DIA., LIQUIDTIGHT

BETWEEN JUNCTION BOX  AND LUMINAIRE FIXTURE JUNCTION BOX
WITH 3/C NO. 10 AWG
3/4" LIQUID TIGHT FLEXIBLE NONMETALLIC CONDUIT

PROPOSED FOUNDATION.
THIS CONDUIT SHALL BE EXTENDED TO THE

EXISTING FOUNDATION.
FOUNDATION AND PROTECTED PRIOR TO REMOVING THE

CONTROLLER FOUNDATION SHALL BE CUT FROM THE
CONDUIT FROM THE SERVICE INSTALLATION POLE AT THE

TO PROPOSED CONTROLLER
REMOVE EXISTING CABLE AND INSTALL NEW CABLE

MOUNTED, 240V
PEDESTAL
CONTROLLER
LIGHTING
FOUNDATION &
REMOVE EXISTING

SEE ABOVE

3-1/C NO. 6 & 1/C NO.8 GROUND
W/ELECTRIC CABLE IN CONDUIT

ELECTRIC CABLE IN CONDUIT

HARDWARE
WITH STAINLESS STEEL

RING PLATE
TO STAINLESS STEEL

CONNECT CHAIN

72 32

SERVICE INSTALLATION
BETWEEN THE CONTROLLER AND
EXISTING ELECTRIC CABLE IN CONDUIT

BETWEEN THE CONTROLLER AND JUNCTION BOX
ELECTRIC CABLE IN CONDUIT,  3-1/C NO.6 & 1/C NO.8 GROUND
CONDUIT ATTACHED TO STRUCTURE, 1 1/2" DIA.,  GALVANIZED STEEL  AND
CONDUIT UNDERGROUND 1 1/2" DIA., GALVANIZED STEEL  AND

BETWEEN JUNCTION BOXES
ELECTRIC CABLE IN CONDUIT,  2-1/C NO. 6 & 1/C NO.8 GROUND
GALVANIZED STEEL AND
CONDUIT ATTACHED TO STRUCTURE, 1" DIA., 

BETWEEN JUNCTION BOXES
CONDUIT, 3-1/C NO. 6 & 1/C NO.8 GROUND
GALVANIZED STEEL WITH ELECTRIC CABLE IN
CONDUIT ATTACHED TO STRUCTURE, 1 1/2" DIA.

NOTE 1

   THE COST OF THIS WORK SHALL BE INCLUDED IN THE CONDUIT ATTACHED TO STRUCTURE PAY ITEM.
   CONDUIT ATTACHED TO STRUCTURE SHALL BE SUPPORTED ACCORDING TO NEC REQUIREMENTS.
   THE CONTRACTOR SHALL ROUTE CONDUIT AS NEEDED BASED ON EXISTING FIELD CONDITIONS.
1. CONDUIT ATTACHMENT AND ROUTING SHOWN IS DIAGRAMMATIC.

NOTE:
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