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NOT TO SCALE

METER

COPPER WIRE

NO. 6 BARE
GROUND ROD

WOOD POLE-25’

�" } NON METALLIC CONDUIT

5
’-

6
"

(�" } X 12’ LONG)

240V, 2 PHASE 

WEATHERHEAD

IN 1" CONDUIT

THREE 1/C NO. 8 CABLES

AT 5’ INTERVALS

CONDUIT CLAMPS

STEEL CONDUIT

1" GALVANIZED

CONDUIT, IF REQUIRED

CONNECTOR FOR NON-METALLIC

ENCLOSURE (NEMA 4X)

IN WEATHERPROOF

CIRCUIT BREAKER, 50A, 2P

SERVICE INSTALLATION, TYPE A

1 1/2" DIA. CONDUIT

EXOTHERMIC WELD

    

TO CONTROLLER

4-1/C #(SEE SERVICE CABLE SCHEDULE)

F.A.I.

270/70 DIST 8 ITS 2012-1 MADISON

CONTRACT NO. 76F22

2-1/2" SQUARE DIVIDED SUPPORT ARM

DISCONNECT UNIT FITTER

DISCONNECT UNIT

POLE FITTER CAST ALUMINUM

EPDM O-Ring Seal

SPUN ALUMINUM COVER

SUPPORT/LOCKING ARMS

POWER & SIGNAL WIRES

EPDM SEALING GASKET RING

LOWER CONTACT ASSEMBLY

DISCONNECT UNIT COVER

U-BOLT CLAMPS

CABLE STOP BLOCK

REMOVABLE TOP CAP

CAST ALUMINUM POLE TOP JUNCTION BOX

3/8" S.S.

STRAIN RELIEF POINTS

NEOPRENE SEALING GASKET

OTHERS

RELIEF IN POLE BY

CABLE STRAIN

TRANSITION TO PVC CONDUIT

AND/OR CONNECTOR BY CONTRACTOR

UNLESS PRE-WIRED PER SPEC

WIRE TERMINATIONS, SPLICING

SINTERED BRONZE BUSHING

SELF LUBRICATING WITH

PULLEY

PVC CONDUIT BY OTHERS

LOWERING DEVICE PROVIDER.

MOUNT ADAPTER BY

1-1/4" CUSTOM CONDUIT 

BUSHING

SINTERED BRONZE

SELF LUBRICATING WITH

PULLEY

TRACKING GUIDE AND SUPPORT

HIGH STRENGTH 3-WAY 

GUIDE PIN

PRECISION CAST S.S. 

CABLE CLAMP

MACHINED ALUMINUM

AND SIGNAL WIRES

MULTI-CONTACT CAMERA POWER 

CAMERA MANUFACTURER

CONNECTOR BY 

CAMERA MOUNTING HOLE
TAPPED 1-1/2" NPT

MOUNTING MULTI-FUNCTION SURVEILLANCE CAMERAS

CAMERA LOWERING DEVICE FOR POLE 

AND SERVICE INSTALLATION DETAILS

POLE MOUNTED CCTV DETAIL WITH CAMERA LOWERING DEVICE
    7

23

SERVICE CABLE SCHEDULE

MP 16.8

MP 16.1

MP 15.4

MP 15.0

MP 13.3

MP 12.6

MP 12.0

MP 10.8

MP 9.9

MP 9.0

AWG #6

AWG #6

AWG #4

AWG #4

AWG #6

AWG #6

AWG #4

AWG #6

AWG #6

AWG #4

U-BOLT CLAMPS
3/8" S.S.

23.3" WHEN LATCHED

29.5"

12.9"

AND STABILIZING WEIGHT

CAMERA JUNCTION BOX

PRECISION CAST S.S. DOUBLE

HYPALON SOCKET CONNECTOR

MIL-GRADE MOLDED 

HYPALON SOCKET CONNECTOR

MIL-GRADE MOLDED 

BREAKING STRENGTH 1740 LBS

S.S. 1/8"

7X19 AIRCRAFT CABLE

CONTROL CABLE

4.3"


