
B
L

A
N

K
, 
W

E
S

S
E

L
I
N

K
, 
C

O
O

K
 &

 A
S

S
O

C
I
A

T
E

S
E

N
G

I
N

E
E

R
S

 -
 C

O
N

S
U

L
T

A
N

T
S

D
E

C
A

T
U

R
, 

I
L

L
I
N

O
I
S

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

 55   MACOUPIN  100  77 

TOTAL

SHEETS

SHEET

NO.

F.A. 

RTE.

       59RS-2,BR      

CONTRACT NO. 72A60

SHEET NO. 7 OF 8 SHEETS STA.            TO STA.            SCALE:          

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

STAGE II CONSTRUCTION (SN 059-0045)

FILE NAME

c:\pw_work\PWIDOT\COXTE\d0190279\D672A60-sht-Staging0045.dgn

coxteUSER NAME =

PLOT SCALE = 40.0000 ’ / IN.

PLOT DATE = Mar-23-2010 03:24:01PM

=

DATE

DESIGNED

CHECKED

DRAWN

-

-

-

-

REVISED -

-

-

-

REVISED

REVISED

REVISED

   

   

   

   

   

   

           

GENERAL NOTES FOR STAGE CONSTRUCTION

SIGN ON PORTABLE OR

PERMANENT SUPPORT

TRAFFIC FLOW DIRECTION

 

TEMPORARY PAVEMENT MARKING

TYPE III BARRICADE

DRUM WITH MONO

DIRECTIONAL LIGHT

VERTICAL PANEL

LEGEND

PROPOSED HMA BASE COURSE

1. RELOCATE SIGNS, TEMPORARY BARRIERS, TEMPORARY PAVEMENT MARKINGS 

ACCORDING TO THESE PLANS AND TRAFFIC PROTECTION AND CONTROL 701331.

2. REMOVE THE STAGE II PORTION OF THE EXISTING STRUCTURE AND PAVEMENT.

3. CONSTRUCT THE STAGE II PORTION OF THE BRIDGE REPAIR AND PAVEMENT 

RESURFACING.

4. RECONSTRUCT THE MEDIAN NOSE AT THE RAMP/STAUNTON ROAD INTERSECTION. 

UTILIZING HIGHWAY STANDARD 701201.

1. ALL SIGNAGE, SPACING, TRAFFIC CONTROL EQUIPMENT AND TEMPORARY MARKINGS 

SHALL BE IN ACCORDANCE WITH THE LATEST VERSION OF HIGHWAY STANDARD 

701331, AND SHALL BE INCLUDED IN THE CONTRACT UNIT LUMP SUM PRICE FOR 

TRAFFIC CONTROL AND PROTECTION STANDARD 701331.

2. REMOVAL OF EXISTING PAVEMENT MARKING THAT CONFLICTS WITH THE TEMPORARY 

PAVEMENT MARKINGS FOR TRAFFIC CONTROL WILL BE PAID FOR AT THE CONTRACT 

UNIT PRICE PER SQUARE FOOT FOR PAVEMENT MARKING REMOVAL.

3. REMOVAL OF TEMPORARY PAVEMENT MARKING FOR TRAFFIC CONTROL & PROTECTION 

STAGING WILL BE PAID FOR AT THE CONTRACT UNIT PRICE PER SQUARE FOOT FOR 

WORK ZONE PAVEMENT MARKING REMOVAL.

4. PRIOR TO ROUTING TRAFFIC ONTO THE SHOULDERS AS SHOWN IN THE STAGING 

PLANS, THE CONTRACTOR SHALL SECURE THE GRATINGS ON SHOULDER INLETS AS 

DIRECTED BY THE ENGINEER. THE COST OF THIS WORK WILL BE INCLUDED IN THE 

TRAFFIC CONTROL STANDARD 701331 PAY ITEM.

STAGE II NOTES/ANTICIPATED SEQUENCE


