
16’4’ 4’16’

6"

9"

CURB & GUTTER

EXISTING CONCRETEEXISTING BRICK PAVEMENT 4"

EXISTING SAND CUSHION 2"

EXISTING CONCRETE BASE 4"

~

STA 32+63 TO STA 43+65

STA  0+00 TO STA 19+47

 

 

 

  

 

 

      

 

 

  

74554

P.

781 (1Z,17Z)RS-1 CRAWFORD

24’7’1’-7" 7’ 1’-7"

HOT-MIX ASPHALT SURFACE REMOVAL 2�" 

HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N90 1�"

LEVELING BINDER (MACHINE METHOD), N90 �"

EXISTING PCC PAVEMENT EXISTING PCC WIDENING

EXISTING AGGREGATE BASE

STA 1183+95 to STA 1191+01

HOT-MIX ASPHALT SURFACE REMOVAL 2�" 

HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N90 1�"

LEVELING BINDER (MACHINE METHOD), N90 �"

8’* 8’*

5’* 5’*

8’ 8’

MATCH EXISTING

MATCH EXISTING

PAVEMENT REMOVAL

PAVEMENT REMOVAL

 AGGREGATE SUBGRADE IMPROVEMENT (12" TYPICAL - SEE GENERAL NOTES)

-REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL &

-HMA BASE COURSE 11"

* LIMITS OF PAVEMENT REMOVAL - REPLACE WITH:

 AGGREGATE SUBGRADE IMPROVEMENT  (12" TYPICAL - SEE GENERAL NOTES)

-REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL &

-HMA BASE COURSE 11"

* LIMITS OF PAVEMENT REMOVAL - REPLACE WITH:
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SHEET  1 OF 2 SHEETS STA.          TO STA.           

EXISTING HMA SURFACING 4"|

EXISTING HMA SURFACING 6"

60 10


