
 

 

 

  

 

 

      

 

  

 

 

 

~

EX.

RUSHING DRIVE

11’

EX.

4’

TO BE USED

VAR.

STA 162+67.29 TO STA 162+92.38

1’ @ 162+67.29 TO

12.5’

2.3’ @ 162+92.38

BASE COURSE, 9 1/2"

PROP. HOT-MIX ASPHALT 

SHOULDERS, 8"

PROP. HOT-MIX ASPHALT 

~

EX.

RUSHING DRIVE

11’11’

EX.

4’ 4’

SHOULDERS, 8"

PROP. HOT-MIX ASPHALT 

BASE COURSE, 9 1/2"

PROP. HOT-MIX ASPHALT 

TO BE USED

VAR. VAR.

7’ @ 163+87.29

STA 162+92.38 TO STA 163+87.29

3.8’ @ 163+87.29

2.3’ @ 162+92.38 TO

163+21.24)

(SHOULDER ENDS STATION 

1.5’ @ 162+92.38 TO

TYPICAL SECTIONS

2.0% 2.0%

2.0%

4.0% 4.0%

4.0%

COURSE, MIX "D", N90 (1 1/2")

PROP. POLY. HOT-MIX ASPHALT SURFACE 

COURSE, MIX "D", N90 (1 1/2")

PROP. POLY. HOT-MIX ASPHALT SURFACE 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

726 WILLIAMSON 50 9

TOTAL

SHEETS

SHEET

NO.RTE.

(1-2) N-3

CONTRACT NO. 78402

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

c:\pw_work\pwidot\pufferaa\d0374570\78402-shtb-typ_sch_ties_geopakelements.dgn

$USER$USER NAME =

PLOT SCALE = 10.0000 ’ / in.

PLOT DATE = 3/28/2014

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.P.

RUSHING DRIVE

TYPICAL SECTIONS

SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-$MODELNAME$

          

          

          

          

          

          

          

          

AND CHIP PAVEMENT

EXIST. RESURFACED OIL 

AND CHIP PAVEMENT

EXIST. RESURFACED OIL 

SURFACE REMOVAL  1 1/2"

PROP. HOT-MIX ASPHALT 

SURFACE REMOVAL  1 1/2"

PROP. HOT-MIX ASPHALT 


