
LOCATION OF EXISTING WATER TUNNEL SHOWN FROM EXISTING RECORD DRAWINGS

WHICH HAVE BEEN INCLUDED TO AID THE CONTRACTOR IN LOCATING THE EXISTING

TUNNEL.  THE CONTRACTOR SHALL LOCATE THE EXISTING TUNNEL AS DESCRIBED

IN THE SPECIAL PROVISIONS.  THIS WORK SHALL BE PAID FOR AS "LOCATE TUNNEL".
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2. ABANDONED TUNNEL SHALL BE FILLED WITH CLSM BETWEEN PROPOSED BULKHEADS.

HALSTED STREET

PLAN - LOCATION NO. 2
10

1
9
.4
’

-47.0 (CCD)

INVERT:

-43.1 (CCD)

INVERT:

526’

2
6
.3
’

TO CENTER OF PIPE.
MEASURED EDGE OF PAVEMENT

TO CENTER OF PIPE.

MEASURED EDGE OF PAVEMENT

2
3
.7
’

3
1
.1
’

48’

LEGEND

(979.2 CY)

PAY LIMITS OF CONTROLLED LOW STRENGTH MATERIAL (SPECIAL)

FILL WITH CONTROLLED LOW STRENGTH MATERIAL (SPECIAL)

EXISTING BULKHEAD

PROPOSED BULKHEAD

=
F
I
L

E
 

N
A

M
E

SECTION COUNTY

ILLINOIS FED. AID PROJECT

    

TOTAL

SHEETS

SHEET

NO.RTE.

SHEET NO.    OF     SHEETS STA.            TO STA.            SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

rgallUSER NAME =

PLOT SCALE = 40.0000 ’ / in.

PLOT DATE = 4/12/2013

DATE

DESIGNED

CHECKED

DRAWN

-

-

-

-

REVISED -

-

-

-

REVISED

REVISED

REVISED

   

   

   

   

   

   

           FED. ROAD DIST. NO. 1

I
:\

7
2
9
0
\
7
2
9
0
.2

1
 
-
 

C
i
r
c
l
e
 
I
n
t
e
r
c
h
a
n
g
e
 

T
u
n
n
e
l
 
B
u
l
k
h
e
a
d
i
n
g
\

C
A

D
D
\

C
A

D
D
 

S
H

E
E

T
S
\
7
2
9
0
3
.2

0
-
s
h
t
-

H
a
l
s
t
e
a
d
.d

g
n

    

CONTRACT NO. 60W36

F.A.I.

COOK0101.6-2P-I-3 (13)90/94 37

 3835+00


