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LOCATION OF EXISTING WATER TUNNEL SHOWN FROM EXISTING RECORD DRAWINGS

WHICH HAVE BEEN INCLUDED TO AID THE CONTRACTOR IN LOCATING THE EXISTING

TUNNEL.  THE CONTRACTOR SHALL LOCATE THE EXISTING TUNNEL AS DESCRIBED

IN THE SPECIAL PROVISIONS.  THIS WORK SHALL BE PAID FOR AS "LOCATE TUNNEL".

NOTES:

1.

CONSTRUCT BULKHEAD

-43.1 (CCD)

APPROX. EXIST. INVERT:

7’ DIA. TUNNEL

LIMITS OF ABANDONED

TO CENTER OF BULKHEAD

84’

AT STREET LEVEL)

(LOCATION VISIBLE

WEST GATE SHAFT

EXIST. 10’ DIA.

INV. ELEV. -49.0

10’ DIA. TUNNEL (ACTIVE)
17’ DIA. GATE SHAFT.

12’ DIA. CHLORINATION SHAFT.

INV. ELEV. -49.0

(ACTIVE)
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INVERT -33.0 (CCD)

APPROX. EXIST.
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(LOCATION VISIBLE

EAST GATE SHAFT

EXIST. 10’ DIA.

(NOT IN CONTRACT)

TUNNEL ELEV. -148.3

13’ DIA. DESPLAINES
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(322.0 CU YD)
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"BULKHEAD TUNNEL (SPECIAL).

OF THIS BULKHEAD SHALL BE PAID FOR AS

MATERIALS AND REQUIREMENTS. CONSTRUCTION

SEE SPECIAL PROVISIONS FOR CONSTRUCTION

INSTALL INFLATABLE BLADDER BULKHEAD.

THE START OF ANY WORK. SEE CONCRETE BULKHEAD, SPECIAL.

CONCRETE SHALL VERIFY FIELD CONDITIONS OF INSERVICE WATER TUNNEL PRIOR TO

THE EXISTING GATE SHAFTS.

SHALL GROUT UP TO THE EXISTING CLOSED GATE ON THE WEST AND EAST SIDES OF

EXISTING GATE SHAFTS ON HARRISON ARE IN THE CLOSED POSITION.  CONTRACTOR

AND 17’ DIA SCREEN GATE SHAFT.

CONFIGURATION AND CERMAK PUMP STATION 12’ DIA. CHLORINATION SHAFT

SEE SHEETS 13-17 FOR ADDITIONAL DETAILS WITH REGARDS TO EXISTING TUNNEL

ABANDONED TUNNEL SHALL BE FILLED WITH CLSM BETWEEN PROPOSED BULKHEADS.

5.

4.

3.

2.

FILL WITH CONTROLLED LOW STRENGTH MATERIAL (SPECIAL)

EXISTING BULKHEAD

PROPOSED BULKHEAD

"OLD CHLORINATION SHAFT"

12’ DIA. 
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