
 

 

 

  

 

 

   

 

   

 

 

 

   

 

 

  

TO BE USED

PROPOSED COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

EXISTING PCC PAVEMENT, 10"

PROPOSED 10" PCC PAVEMENT

EXISTING SUB-BASE GRANULAR MATERIAL

TYPICAL SECTION

L
IL RTE 149

C

STA. 736+55.00 TO 737+77.00

LEFT TURN LANE

11’

VAR.

WIDTH

VAR.

WIDTH

11’

THROUGH LANE

11’

THROUGH LANE

11’

THROUGH LANE

11’

THROUGH LANE

55’

 

  

 

 

  

 

                                     

PROPOSED SUB-BASE GRANULAR MATERIAL, TYPE A 6"

TYPICAL SECTIONS

VAR.

WIDTH

VAR.

WIDTH

EXISTING PAVEMENT: 52’-10" & VAR.

**VARIABLE 1.5%
1.5%

1.5% 1.5% AND VARIABLE* **VARIABLE

*

** SEE QUADRANT CROSS SECTIONS FOR SLOPE

SEE CROSS SECTIONS AND PCC PAVEMENT CROSS SLOPE SHEET

CROSS SLOPE VARIABLE FROM STATION 736+55 TO 737+15,

EXISTING CURB AND GUTTER

PROPOSED PCC SIDEWALK, 5"

OF PAVEMENT ELEVATIONS

SEE CROSS SECTIONS FOR EDGE

5’ & VARIABLE, SEE SIDEWALK DETAIL SHEETS

SECTION COUNTY

ILLINOIS FED. AID PROJECT
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TOTAL

SHEETS

SHEET

NO.RTE.

                      

CONTRACT NO.      

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

c:\pw_work\pwidot\pufferaa\d0293206\78288-sht-plan.dgn

$USER$USER NAME =

PLOT SCALE = 10.0000 ’ / in.

PLOT DATE = 3/22/2013

=

DATE
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CHECKED

DRAWN

-

-

-

-

REVISED -

-

-

-

REVISED

REVISED

REVISED

F.A.  

                              

                              
              

              

              

              

   

   

        

   

SHEET    OF    SHEETS STA.          TO STA.           

949481 FRANKLIN12(N-1)

78288
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