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SEE INSET A SEE INSET A
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PROPOSED TYPICAL SECTION
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CLEAR ZONE
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30’-0" 46’-8"
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INSET A
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(WB LANES)

24’-0"

PGL

1.5%
4.0% 1.5% 4.0%

6’-0"

PGL

4.0%
1.5%1.5%

12’-0" 12’-0"12’-0"12’-0"

~ US 20 BYPASS

4’

14 14

CLEAR ZONE

30’-0"

CLEAR ZONE

30’-0"

16 1515

PROPOSED TYPICAL SECTION

VARIES 3’-0"3’-0"VARIES
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(SEE TABLE FOR BRIDGE & APPROACH LIMITS)

(EB) STA. 915+40.00 TO STA. 919+93.45

(WB) STA. 915+40.00 TO STA. 920+17.24

(SEE TABLE FOR BRIDGE & APPROACH LIMITS)

(EB & WB) STA. 934+67.72 TO STA. 937+20.00

3’-0" 3’-0" 3’-0" 3’-0"

3

(TYP)
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TO BE REMOVED IN THIS AREA.

NOTE: ALL EX PAVEMENT & SHOULDERS

(SEE TABLE FOR BRIDGE & APPROACH LIMITS)

(EB) STA. 925+60.08 TO STA. 927+71.72

(WB) STA. 925+96.08 TO STA. 927+71.72

(TYP)

1’-0"

TO 23’-4"

VARIES 20’-0"

TO 23’-4"

VARIES 20’-0"

TO 20’-0"

VARIES 23’-4"

TO 20’-0"

VARIES 23’-4"

23’-4" 23’-4"

VARIES

JEB

TRF

US 20 BYPASS

TYPICAL SECTIONS - PROPOSED 
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44 4 4

(TYP)

1’-6"

(TYP)

1’-6"

19

1.5%

HMA SURFACE COURSE, MIX C, N50 (2")

EXISTING PAVED SHOULDER (HATCHING INDICATES REMOVAL)

EXISTING PAVEMENT (USE IN PLACE)

HMA SHOULDERS 6"

POLYMERIZED LEVELING BINDER (MM), N70

POLYMERIZED HMA SURFACE CSE, MIX "D", N70 (2")

TOPSOIL 4"

PIPE UNDERDRAINS 4"

EARTH SHOULDERS (4% SLOPE TYP)

HMA SHOULDERS 8"

PCC SHOULDERS 10�"

GEOTECHNICAL REINFORCEMENT

CA6 OR CA10, INCLUDED IN THE COST FOR PCC SHLDS OR HMA SHLDS

AGGREGATE SUBGRADE IMPROVEMENT 12"

STABILIZED SUBBASE 4"

CONT REINF PCC PAVEMENT 10�"

SECTION COUNTY
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