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HMA SHOULDERS, 6"

2" HMA SURFACE 

COURSE MIX "C", N50
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SCALE: AS SHOWNA S S O C I A T E S 
fi

STEEL PLATE BEAM GUARDRAIL, 

ATTACHED TO STRUCTURES

EXISTING GROUND

STEEL PLATE BEAM GUARDRAIL,

ATTACHED TO STRUCTURES

TIE BARS INCIDENTAL TO 

CLASS C PATCH, TYPE IV, 12"

FILTER FABIC

HMA SHOULDERS, 6"

~ FAP 308 (IL 84)

* NOTES:

USE 112 LBS/SY/IN FOR HMA 

SURFACE COURSE CALCULATION. 

BITUMINOUS MATERIALS PRIME 

COAT IS INCLUDED IN THE COST 

OF HMA SURFACE COURSE, MIX 

"C", N50

THE BOTTOM 9" OF SUBBASE 

GRANULAR MATERIAL, TYPE A, 

12" SHALL BE CA-2.

1. 

2.

3.

SUBBASE GRANULAR MATERIAL, 

TYPE A, 12" (SEE NOTE 3)

SHLD TRAVEL LANE TRAVEL LANE SHLD

2" HMA SURFACE 

COURSE MIX "C", 

N50

CLASS C PATCH, 

TYPE IV, 12"

SUBBASE GRANULAR 

MATERIAL, TYPE A,  6"

SHOULDER RUMBLE STRIPS, 8"

2" HMA SURFACE COURSE MIX "C", N50*

SHOULDER RUMBLE STRIPS, 8"

7’ 7’




