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STAGE II CONSTRUCTION 20
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SCALE IN FEET
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STAGE II

1.5%

12’

1.5%

4’

4.0% 4.0%

3’

STAGE II ROADWAY OVERLAY TYPICAL SECTION - LOOKING WEST

PROVIDE PAVEMENT MARKINGS UNDER TRAFFIC CONTROL AND PROTECTION STANDARD 701306.

STANDARD 701306.
PLACE HOT-MIX ASPHALT SURFACE COURSE UNDER TRAFFIC CONTROL AND PROTECTION

PROFILE SHEETS UNDER TRAFFIC CONTROL AND PROTECTION STANDARD 701306.
PROVIDE HOT-MIX ASPHALT SURFACE REMOVAL WITHIN LIMITS INDICATED ON THE PLAN &

REMOVE THE TEMPORARY CONCRETE BARRIER, IMPACT ATTENUATORS, AND TRAFFIC SIGNALS.

FINAL STAGE

4.)

3.)

2.)

1.)

1.)

NOTE:

** STAGE II TRAFFIC

1:3 TO 1:4

VARIES

LIGHT

DRUM WITH STEADY BURNING

IMPACT ATTENUATORS

MAINLINE TRAFFIC

LEGEND

TEMPORARY CONCRETE BARRIER

DETECTOR

BACK PLATE & MICROWAVE

SIGNAL DIRECTION ON

TRAFFIC SIGNAL WITH

1.5%
4.0% 4.0%

1:3 TO 1:4

VARIES

STAGE II ROADWAY FULL DEPTH TYPICAL SECTION - LOOKING WEST

12’ 3’
** STAGE II TRAFFIC4’

1.5%

** STAGE II TRAFFIC WIDTH IS 13’ AND VARIES.

GUARDRAIL
PROPOSED

GUARDRAIL
PROPOSED

** STAGE II TRAFFIC WIDTH IS 13’ AND VARIES.

FOR DETAILS NOT SHOWN SEE HIGHWAY STANDARD 701321 OR BLR 21.

(NON-REDIRECTIVE), TEST LEVEL 3

IMPACT ATTENUATORS, RELOCATE

1:
2 

&
 V

ARI
ES

~ & STAGE CONSTRUCTION LINE

~ & STAGE CONSTRUCTION LINE

HOT-MIX ASPHALT SHOULDERS, 8"

HOT-MIX ASPHALT BINDER COURSE, 9"
 
SUBBASE GRANULAR MATERIAL, TYPE A. 12"

(SEE STANDARD 704001)
TEMPORARY CONCRETE BARRIER

1:2
 & 

VARI
ES

AT STEEL PLATE BEAM GUARDRAIL
HOT-MIX ASPHALT STABILIZATION 6" 

LEVELING BINDER, VARIABLE DEPTH

(SEE STANDARD 704001)
TEMPORARY CONCRETE BARRIER

PLACE TEMPORARY RAMPS AT THE ENDS OF THE APPROACH SLAB.

HOT-MIX ASPHALT SHOULDERS AND GUARDRAIL NORTH OF THE STAGE CONSTRUCTION LINE

THE STAGE CONSTRUCTION LINE.  PROVIDE EMBANKMENT, EXCAVATION, LEVELING BINDER,

CONSTRUCT THE PORTION OF THE PROJECT (ROADWAY, DRAINAGE ELEMENTS, ETC.) SOUTH OF

CONSTRUCTION LINE.

THE PORTION OF THE APPROACH SLABS AND APPROACH SLAB FOOTINGS SOUTH OF STAGE

CONSTRUCT THE PORTION OF THE BRIDGE SOUTH OF STAGE CONSTRUCTION LINE.  CONSTRUCT

BRIDGE, APPROACH SLABS, AND APPROACH SLAB FOOTINGS.

THE PORTION OF THE EXISTING PAVEMENT REQUIRED TO CONSTRUCT THE FULL-DEPTH PAVEMENT,

REMOVE THE PORTION OF THE EXISTING BRIDGE SOUTH OF THE STAGE REMOVAL LINE.  REMOVE

THE WIDTH RESTRICTION SIGNING SHALL BE 11’-6".

TO THE STAGE II TRAFFIC LANE.

ACCORDANCE WITH TRAFFIC CONTROL AND PROTECTION STANDARD 701321 AND DIVERT TRAFFIC

RELOCATE TEMPORARY CONCRETE BARRIER AND IMPACT ATTENUATORS TO STAGE II LOCATION IN

6.)

5.)

4.)

3.)

2.)

1.)

TAPER @ 12:1
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TRAFFIC CONTROL

STOP BAR AND ADVANCE

- LINE 4" (WHITE), TYPICAL

TEMPORARY PAVEMENT MARKING

4’ MIN.

STA 865+80.00
IMPROVEMENT ENDS
STAGE II

1
3
’

1
6
’

CENTERS

BARRICADES OR DRUMS @ 25’

- LINE 4" (WHITE) WITH TYPE 1

TEMPORARY PAVEMENT MARKING

 866

 867

 868

 865+00


