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PROPOSED TYPICAL SECTION

P.G.L.

~ WINDSOR ROAD

TYPE A, 6 FOOT POSTS

STEEL PLATE BEAM GUARDRAIL,

TYPE A, 6 FOOT POSTS

STEEL PLATE BEAM GUARDRAIL,

3/16"/FT 3/16"/FT 1/4"/FT
3/4"/FT

1:101:10

BASE COURSE (OPTION)
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PROPOSED TYPICAL SECTION

P.G.L.

~ WINDSOR ROAD

TYPE A, 6 FOOT POSTS

STEEL PLATE BEAM GUARDRAIL,TYPE A, 6 FOOT POSTS

STEEL PLATE BEAM GUARDRAIL,

1/4"/FT 3/16"/FT 3/16"/FT
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STA. 23+52.00 TO STA. 23+80.24 (APPROACH PAVEMENT)

1/4"/FT

BASE COURSE (OPTION)

STA. 23+00.00 TO STA. 23+52.00

VAR.6’-0"

3/4"/FT
1/4"/FT

VAR. 6’-0"
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VARIES 110’-148’
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PCC SIDEWALK, 5"

VARIES 110’-148’

6’-0" 5’-0" & VAR.
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AGGREGATE SHOULDERS, TYPE B
BEGINS STA. 23+12

AGGREGATE SHOULDERS, TYPE B

(TYPICAL)

FURNISHED EXCAVATION

AND PLACE, 4" (TYPICAL)

TOPSOIL FURNISH

(896 LB/SQ YD)

HOT-MIX ASPHALT SHOULDERS

MIX "D", N50 (224 LB/SQ YD)

HOT-MIX ASPHALT SURFACE COURSE,

(308 LB/SQ YD TO 780 LB/SQ YD)

HOT-MIX ASPHALT SHOULDERS

B-6.18 TO MATCH BRIDGE

TYPE B-6.18, TRANSITION CURB HEIGHT FROM

COMBINATION CONCRETE CURB AND GUTTER,

(896 LB/SQ YD)

HOT-MIX ASPHALT SHOULDERS

MIX "D", N50 (224 LB/SQ YD)

HOT-MIX ASPHALT SURFACE COURSE,

AND PLACE, 4" (TYPICAL)

TOPSOIL FURNISH

(84 LB/SQ YD TO 547 LB/SQ YD)

(VARIABLE DEPTH)

LEVELING BINDER (MACHINE METHOD), N50

(775 LB/SQ YD TO 1192 LB/SQ YD)

HOT-MIX ASPHALT SHOULDERS (VARIABLE DEPTH)

MATERIAL, TYPE C

SUBBASE GRANULAR

MATERIAL, TYPE A, 8"

SUB-BASE GRANULAR

4
"

(896 LB/SQ YD)

LEVELING BINDER (MACHINE METHOD), N50

(TYP)

FURNISHED EXCAVATION
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