
EARTH

EXCAVATION

(CUT)

(CU YD)

EARTH EXCAV.

ADJUSTED FOR

(CU YD)

EMBANKMENT

(FILL)

(CU YD)

EARTHWORK

BALANCE

WASTE (+) OR

SHORTAGE (-)

(CU YD)

LOCATION

EARTHWORK

 

TOTAL

EARTH EXCAVATION FURNISHED EXCAVATION

SEEDING

NITROGEN

FERTILIZER

NUTRIENT

PHOSPHORUS

FERTILIZER

NUTRIENT

POTASSIUM

FERTILIZER

NUTRIENT

TEMPORARY

EROSION

CONTROL

SEEDING

(ACRE) (POUND) (POUND) (POUND) (POUND)

STATION TO STATION OFFSET CLASS 2ALOCATION

TOTAL

ROUNDED TOTAL

STATIONSTATION TO SQ YD

 

TOTAL

OFFSET

STATIONSTATION TO

 

TOTAL

OFFSET FOOT

STATIONSTATION TO OFFSET

 

TOTAL

BITUMINOUS MATERIALS (PRIME COAT)

GALLON

 

TOTAL

UNIT

70109

SCHEDULE OF QUANTITIES

I.

26+42.15

26+28.66

26+27.00

26+99.84

26+45.95

26+43.83

26+38.43

26+19.13

24+24.58

24+01.68

23+97.96

23+97.13

20

12

8

10

13

12

21

8

10

10

10

9

143

UNIT

26+07.36 18

WINDSOR RD

I-57

0.50

0.49

349+58.00

22+25.00

351+12.00

28+13.00

CL

LT&RT

0.09

0.41

50

349+50.00

349+55.00

349+69.00

LOCATION

LOCATION

WINDSOR RD

I-57 -

-

-

CL

LT

RT

32

10

17

STATION

 

TOTAL

OFFSETLOCATION

WINDSOR RD

I-57

EACH

351+06.19

351+00.00

350+98.23

350+97.20

350+84.64

27+92.41

27+67.85

23+76.51

23+73.92

82.7’ LT

1.5’ LT

82.7’ LT

6.3’ LT

82.7’ RT

15.3’ LT

14.5’ RT

18.3’ RT

18.3’ LT

1

1

1

1

1

1

1

1

1

9

STATIONSTATION TO

 

TOTAL

OFFSETLOCATION

WINDSOR RD

SUB-BASE GRANULAR MATERIAL, TYPE C

TON

26+55.24

26+55.24

23+00.00

23+00.00

26+55.24

23+00.00

26+61.24

23+20.54

27+00.00

27+44.83

23+80.24

23+80.24

27+00.00

23+80.24

26+85.06

23+74.24

RT

LT

RT

LT

-

-

-

-

70.3

STATIONSTATION TO

 

TOTAL

OFFSETLOCATION

WINDSOR RD

TON

26+61.24

23+20.54

26+85.06

23+74.24

39

10

29

LEVELING BINDER (MACHINE METHOD), N50

LT&RT

LT&RT

STATION

 

TOTAL

OFFSETLOCATION

WINDSOR RD

26+91.88

23+00.00

27+00.00

23+11.16

64

26

38

LT&RT

LT&RT

HOT-MIX ASPHALT SURFACE REMOVAL - BUTT JOINT

SQ YDSTATION TO

STATION

 

TOTAL

OFFSETLOCATION

WINDSOR RD

26+55.24

23+44.24

26+78.24

23+80.24

LT&RT

LT&RT

SQ YDSTATION TO

TEMPORARY RAMP

236

92

144

STATION

 

TOTAL

OFFSETLOCATION

WINDSOR RD

26+55.24

23+00.00

27+00.00

23+80.24

37

13

24

LT&RT

LT&RT

HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N50

STATION TO TON

STATION

 

TOTAL

OFFSETLOCATION

WINDSOR RD

26+55.24

23+74.24

26+61.24

23+80.24

48

24

24

LT&RT

LT&RT

STATION TO

BRIDGE APPROACH PAVEMENT CONNECTOR (FLEXIBLE)

STATION

 

TOTAL

OFFSETLOCATION

WINDSOR RD

STATION TO

PORTLAND CEMENT CONCRETE SIDEWALK, 5"

26+56.07

26+54.45

23+46.00

23+46.00

26+82.00

26+82.00

23+81.08

23+79.43

RT

LT

RT

LT

549

117

124

158

150

STATION

 

TOTAL

OFFSETLOCATION

WINDSOR RD

26+55.26

23+52.00

26+61.27

24+07.57

STATION TO

PAVEMENT REMOVAL

SQ YD

CL

CL

STATION OFFSETLOCATION

WINDSOR RD

STATION TO

PAVED SHOULDER REMOVAL

STATION OFFSETLOCATION

WINDSOR RD

STATION TO TON

RT

LT

LT

RT

 

TOTAL

26+82.00

26+82.00

23+11.79

23+00.00

27+37.19

27+23.78

23+52.00

23+52.00

24

7.0

5.3

5.1

6.6

SQ YD

STATION OFFSETLOCATION

WINDSOR RD

STATION TO TON

RT

LT

RT

LT

 

TOTAL

HOT-MIX ASPHALT SHOULDERS

26+55.24

26+55.24

23+00.00

23+00.00

27+00.00

27+44.83

23+80.24

23+80.24

68

3

19

25

21

STATION OFFSETLOCATION

I-57

EACH

CONCRETE HEADWALL REMOVAL

350+98.17 73.4’ LT 1

 

TOTAL

OFFSETLOCATION

188

97

91

PIPE CULVERT REMOVAL

I-57

349+91.53

349+82.30

350+88.35

350+74.56

FOOT

I-57 350+98.17 350+98.22 6

I-57

 

TOTAL

PIPE CULVERTS, CLASS A, TYPE 1 36"

351+01.22

349+83.83

349+70.09

351+06.19

350+95.28

350+84.64

231

5

112

114

STATION

 

TOTAL

OFFSETLOCATION

WINDSOR RD

EACH

23+76.51

23+73.92

48.1’ RT

46.4’ LT

2

1

1

STATION OFFSETLOCATION

I-57 350+98.17 73.4’ LT

CONCRETE COLLAR

0.5

CU YD

STATION

 

TOTAL

OFFSETLOCATION EACH

I-57

 

TOTAL

PIPE DRAINS 12"

WINDSOR RD

23+76.51

23+73.92

23+76.51

23+73.92

STATION

 

TOTAL

OFFSETLOCATION

WINDSOR RD

EACH

23+76.51

23+73.92

18.3’ RT

18.3’ LT

2

1

1

INLETS, TYPE A, TYPE 11V FRAME & GRATE

STATION OFFSETLOCATION EACH

MANHOLES, TYPE A, 7’-DIAMETER, TYPE 8 GRATE

I-57 350+98.25 82.8’ LT 1

STATION OFFSETLOCATION

WINDSOR RD

STATION TO TON

RT

LT

RT

LT

 

TOTAL

26+56.37

26+54.04

23+46.00

23+46.00

27+62.94

27+44.97

23+81.45

23+79.02

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.18

265

109

91

34

31

STATION

 

TOTAL

OFFSETLOCATION

WINDSOR RD

EACH

23+76.51

23+73.92

2

1

1

CONCRETE THRUST BLOCKS

RT

LT

STATION OFFSETLOCATION

WINDSOR RD

STATION TO FOOT

RT

LT

LT

RT

 

TOTAL

26+84.93

26+81.83

22+71.00

22+25.00

27+71.00

27+45.00

23+50.55

23+53.65

375.0

87.5

62.5

87.5

137.5

55

55 42 1455 -1413

1415

STATION OFFSET

47.1’ RT

38.9’ RT

63.6’ RT

44.1’ LT

41.4’ LT

42.8’ LT

34.6’ LT

31.7’ LT

32.5’ RT

30.8’ LT

24.0’ LT

24.7’ LT

OFFSET

30.9’ LT

STATION

TREE REMOVAL (OVER 15 UNITS DIAMETER)

INLET AND PIPE PROTECTION

2.3

4.2

4.7

4.8

12.0

21.6

6.4

14.3

ROUNDED TOTAL 70

27+71.00

26+27.91

26+27.91

28+13.00

27+65.00

27+45.00

RT

RT

LT

14

30

26

 

TOTAL 70

SQ FT

SQ YD

STEEL PLATE BEAM GUARDRAIL, TYPE A, 6 FOOT POSTS

45 45 45

STATION OFFSET

84.1’ LT

82.9’ RT

TO STATION

82.9’ LT

82.8’ RT

PIPE CULVERTS, CLASS A, TYPE 1 24"

LOCATION STATION OFFSET TO STATION OFFSET FOOT

73.4’ LT 79.4’ LT

LOCATION STATION OFFSET TO STATION OFFSET FOOT

82.7’ LT

84.1’ LT

82.9’ RT

82.7’ LT

82.8’ LT

82.7’ RT

LOCATION STATION OFFSET TO STATION OFFSET FOOT

18.3’ RT

18.3’ LT

48.1’ RT

46.4’ LT

70

36

34

END SECTIONS 12"

SIZE

24"

LOCATION

WINDSOR RD

LOCATION

WINDSOR RD

AN EARTH SHRINKAGE FACTOR OF 0.25 IS APPLIED*

SHRINKAGE *

LOCATION

WINDSOR RD

TREE REMOVAL (6 TO 15 UNITS DIAMETER)

SEEDING AND FERTILIZERS 

2386

431

460

426

505

564

349+58.00

25+88.00

25+85.00

22+75.00

22+25.00

351+12.00

28+13.00

27+45.00

24+47.00

24+50.00

CL

RT

LT

LT

RT

I-57

I-57 LT

WINDSOR RD LT

WINDSOR RD RT

5

20

30

4

15

23

35

740

680

-31

-725

-657

2085

TOPSOIL

FURNISH

AND

PLACE, 4"

(SQ YD)

2085

HEAVY DUTY EROSION CONTROL BLANKET

STATIONSTATION TO

 

TOTAL

OFFSET

PERIMETER EROSION BARRIER

FOOT

22+25.00

22+75.00

26+50.00

26+61.00

LOCATION

WINDSOR RD 24+03.00

23+75.00

27+45.00

28+13.00

RT

LT

LT

RT

180

102

97

158

537

TEMPORARY DITCH CHECKS

59

131

930

1024

26+55.00

26+55.00

23+52.00

23+52.00

27+65.00

27+45.00

23+80.24

23+80.24

RT

LT

RT

LT

54

15

33

1

5

(ACRE)

0.09

MULCH

METHOD 2

0.25

0.09

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

57 CHAMPAIGN 81 17

TOTAL

SHEETS

SHEET

NO.
F.A. 

RTE.

(10-32HB-2)BY

CONTRACT NO.      

SHEET NO. 1 OF 2 SHEETS STA.            TO STA.            SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS                            
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351+06.19

349+70.09

82.7’ LT

82.9’ RT

2

1

1

177

16

161

STATION

 

TOTAL

OFFSETLOCATION EACH

I-57

351+06.19

350+84.64

349+83.83

349+70.09

82.7’ LT

82.7’ RT

84.1’ LT

82.9’ RT

4

1

1

1

1

PRECAST REINFORCED CONCRETE FLARED END SECTIONS, 36"

GRATING FOR CONCRETE FLARED END SECTION, 36"

AGGREGATE SHOULDERS, TYPE B


