
  

 

 
   

 

 

 

   

 

   

 

 

  

 

 

 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

725 CHAMPAIGN 35 29
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GENERAL NOTES

PROFILE
EXISTING PAVEMENT

EDGE OF HOT-MIX

ASPHALT RESURFACING

EXISTING R.O.W. LINE

EDGE OF PROPOSED

MAINLINE RESURFACING

PROPOSED HOT-MIX ASPHALT

RESURFACING (224 LBS./SY. YD.)

HOT-MIX ASPHALT

SURFACE REMOVAL, 2"
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INCIDENTAL HOT-MIX ASPHALT

SURFACING (VAR RATE)

8’-0"

1"

1/2"

5’-0"

12"

(300)

PAINTED WITH BITUMINOUS

MATERIAL

(SEE GENERAL NOTE #2)

1. THE EXISTING SURFACE SHALL BE PREPARED IN ACCORDANCE WITH SECTION 408 OF THE STANDARD SPECIFICATIONS.

2. ON RESURFACING RUNDOWNS THAT ARE TO REMAIN IN PLACE AFTER COMPLETION OF THE SECTION,

   THE END OF THE FEATHEREDGE SHALL BE PAINTED WITH A UNIFORM COATING OF AC OR HFE

   BITUMINOUS MATERIAL APPROVED BY THE ENGINEER AFTER THE RUNDOWN IS COMPLETED.  THE

   BITUMINOUS MATERIAL SHALL BE PAINTED ACROSS THE END OF THE RUNDOWN APPROXIMATELY

   12 INCHES (300 mm) WIDE, 6 INCHES (150 mm) ON THE RUNDOWN AND 6 INCHES (150 mm) ON

   THE PAVEMENT.  THE PAINTED STRIP SHALL BE COVERED WITH SAND.  THIS WORK WILL NOT BE

   PAID FOR SEPARATELY, BUT SHALL BE CONSIDERED INCIDENTAL TO THE CONTRACT AND NO

   ADDITIONAL COMPENSATION WILL BE ALLOWED.

INCIDENTAL HOT-MIX ASPHALT

SURFACING (VAR RATE)

8’-0"

DETAIL OF COMMERCIAL ENTRANCE AT

STA. 324+21.93

1"

2’-0"

EXISTING HOT-MIX ASPHALT

SURFACING (SEE GN #3)

3. SEE COLD MILLING (SPECIAL) SPECIAL PROVISION FOR THE DETAILS OF THE EXISTING HOT-MIX ASPHALT 

   REMOVAL AND DISPOSAL ON THIS ENTRANCE.

EXISTING PCC

ENTRANCE


