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x 2" HEX. HD. MACHINE
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(IN LIEU OF THE CAST-IN-PLACE ANCHOR DEVICE SHOWN, THE CONTRACTOR
HAS THE OPTION OF DRILLING AND EPOXY GROUTING M16 ANCHOR RODS

FOR THE CONNECTIONS ON TOP OF THE PARAPETS. EMBEDMENT SHALL BE
ACCORDING TO THE MANUFACTURER'S SPECIFICATIONS.)
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1. RAILING SHALL BE ACCORDING TO SECTION 509 OF THE STANDARD
SPECIFICATIONS, EXCEPT AS NOTED, AND WILL BE PAID FOR AT THE CONTRACT
UNIT PRICE PER FOOT FOR BICYCLE RAILING, SPECIAL.

2. THE 9 GAUGE FABRIC TIES SHALL BE ACCORDING TO ARTICLE 1006.27 (D) OF THE
STANDARD SPECIFICATIONS.

3. INSTALLATION OF THE CHAIN LINK FABRIC SHALL BE ACCORDING TO SECTION
664 OF THE STANDARD SPECIFICATIONS.

4. HOLLOW STRUCTURAL STEEL TUBING SHALL CONFORM TO THE REQUIREMENTS
OF ASTM DESIGNATION A 500, GRADE B, STRUCTURAL STEEL TUBING.

5. ALL OTHER STEEL SHAPES AND PLATES SHALL CONFORM TO THE
REQUIREMENTS OF AASHTO M 270 GRADE 250.

6. THE CHAIN LINK FABRIC SHALL BE PLACED ALONG THE OUTSIDE  FACE AS
SHOWN ON SECTION A-A AND THE POST LAYOUT PLAN.

7. STRETCHER BARS SHALL BE USED AT ALL FOUR SIDES OF EACH PANEL.

8. IF THE OPTION OF DRILLING AND EPOXY GROUTING THE ANCHOR RODS IS
CHOSEN, THE CONTRACTOR SHALL USE THE CAPSULE OR THE ADHESIVE
CARTRIDGE TYPE ANCHOR RODS THAT HAVE BEEN PREVIOUSLY TESTED AND
GIVEN A PRIOR APPROVAL BY THE  DEPARTMENT.  THE CONTRACTOR SHALL
INSTALL THESE ANCHOR RODS IN PRE-DRILLED HOLES ACCORDING TO THE
MANUFACTURER'S  RECOMMENDATIONS AND PROCEDURES.  THE CAPSULE OR
THE  ADHESIVE CARTRIDGE SHALL BE SEALED WITH PREMEASURED AMOUNTS
OF THE ADHESIVE CHEMICAL.

9. SPACE REINFORCEMENT TO MISS ANCHOR RODS.

10. ALL POSTS, RAILING, SPLICES, ANCHOR DEVICES, AND BENT PLATES  SHALL BE
GALVANIZED AFTER SHOP FABRICATION ACCORDING TO AASHTO M 111 AND
ASTM A 385. ALL BOLTS, NUTS, WASHERS AND ANCHOR RODS SHALL BE
GALVANIZED ACCORDING TO AASHTO M 232 EXCEPT STAINLESS STEEL BOLTS
AS NOTED.

11. VENT HOLES FOR GALVANIZING SHALL BE PLACED IN THE POSTS AND RAILS AT
LOCATIONS THAT WILL NOT ALLOW THE ACCUMULATION OF MOISTURE IN THE
MEMBERS.

12. THE CHAIN LINK FABRIC SHALL CONFORM TO THE REQUIREMENTS OF ARTICLE
1006.27(A)(1)A, B OR C OF THE STANDARD SPECIFICATIONS.

13. COORDINATE BICYCLE RAILING POST LOCATIONS WITH BOX CULVERT END
SECTION SHOP DRAWINGS PRIOR TO FABRICATION. DIMENSIONAL CHANGES
WILL BE ALLOWED ONLY UNDER THE WRITTEN AUTHORIZATION OF THE
ENGINEER.
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