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* ** *** 18

* 57 & 74

** D5 ANNUAL PATCHING 2007-3

*** CHAMPAIGN, DOUGLAS, & VERMILION

EXISTING TYPICAL CROSS SECTION
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4:1 & VAR.

BITUMINOUS CONCRETE OVERLAY - 5"

P.C.C. PAVEMENT - 10"

SUB-BASE GRANULAR MATERIAL - 6"

AGGREGATE SHOULDERS, TYPE B

PAVEMENT FABRIC - 2 1/2 " BELOW

EXIST. CONCRETE SURFACE

EARTH SHOULDERS, WEDGE (TYP.)

PIPE UNDERDRAINS, 4" & 6"

 

EARTH SHOULDERS, WEDGE, (TYP.)

GRAVEL OR CRUSHED STONE SHOULDER

BITUMINOUS SHOULDER - 6 1/4 "

LONGITUDINAL METAL JOINT
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EXISTING TYPICAL CROSS SECTION

STATION 1616+00.00  TO STATION 1720+00.00
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20’

8’

4’

12’12’12’

10’

PIPE UNDERDRAIN 4"

2’ 2’

EARTH SHOULDERS, WEDGE (TYP.) EARTH SHOULDERS, WEDGE (TYP.)

SUB-BASE GRANULAR MATERIAL - 6"

PAVEMENT FABRIC

BITUMINOUS CONCRETE OVERLAY - 5"

P.C.C. PAVEMENT - 10"

AGGREGATE SHOULDERS

BITUMINOUS SHOULDERS - 8"

AGGREGATE SHOULDERS - 7"

5% SLOPE
5% SLOPE

1.5% SLOPE1.5% SLOPE

 5/8 " REBAR

30" LONG

F.A.I. 74  (VERMILION COUNTY)
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LOCATION #3

LOCATION #3

STATION 1240+12.00 TO STATION 1616+00.00

F.A.I. 74 (VERMILION COUNTY)


