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CLEAR ZONE

(LT AND RT)

EXISTING GROUND

TO BE USED:

TO BE USED:

FAU 9588

EXISTING GROUND

VARIABLE DEPTH

EXISTING SOIL CEMENT

EXISTING HMA SURFACE COURSE 5"

WILLIAMSON COUNTY

TYPE B-6.18

EXISTING COMBINATION CURB AND GUTTER,

~

WILLIAMSON COUNTY

FAU 9588 / FAS 903

* MATCH EXISTING CROSS SLOPE

* *

INLAY SECTION

PGL

1.5% 1.5%

CONTROL TREATMENT (TYPICAL)

PROPOSED STRIP REFLECTIVE CRACK

STA -0+29.8 TO 13+55

PROPOSED HMA SURFACE REMOVAL 1�"

SHOULDER, 8" (TYPICAL)

EXISTING HMA

EXISTING HMA SURFACE COURSE 1�"

EXISTING HMA & MULTIPLE A1 OR A3 SURFACE, 5"
PROPOSED HMA SURFACE COURSE 1�"

HERRIN RD.

HERRIN RD.

PROPOSED HMA SURFACE COURSE 1�"

PROPOSED HMA SHOULDERS 3�" (TYPICAL) *

4% 4%

** TO BE PAID FOR AS HMA SHOULDERS, TON

STA. 95+42 BK VAR. WIDTH

FOR EXISTING STA. 21+43 AH AND EXIST

SEE REMOVAL PLAN FOR PAVEMENT REMOVAL3.

STAGING TYPICALS.

ON THE HMA BASE COURSE SHOWN ON THE

AND LT. STA. 99+41 TO 99+68 TO BE PLACED

BETWEEN RT. STA. 19+07 AND 19+60

HMA SHOULDERS TONS SHALL BE USED2.

OF HMA BASE COURSE WIDENING

SEE THE STAGING TYPICALS FOR LIMITS1. 

NOTE:

(TYPICAL)** SEE NOTE 2

PROPOSED HMA SHOULDERS 8"

VARIES IN SUPERELEVATION LIMITS

PROPOSED HMA BINDER COURSE 2�" AND 

SEE NOTE 1

TYPE A, 8" (TYPICAL)

EXISTING AGGREGATE SHOULDER,

STA 13+55 - STA 23+00

* DEPTH OF SHOULDER VARIES

SECTION COUNTY
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 9588*

* & FAS 903

39(R-1,B-1,B-2) WILLIAMSON

CN 78277

18224

STATION EQ 90+78.66 BK = 97+58.15 AH

STA 89+00 - STA 90+78.66

STA  97+58.15 - STA 108+00


