
3’ 3’12’ 12’

24’

1.5% 1.5% 

PGL

PROPOSED AGGREGATE SHOULDER,

TYPE A, 8" (TYPICAL)BASE COURSE, 8"

PROPOSED AGGREGATE

CHITTYVILLE ROAD

BANDYVILLE ROAD

4% 4%

TO BE USED:

~

WILLIAMSON COUNTY

VARI
ES3:

1 
&

4:1 & VARIES

2’-0"

4:1
 & 

VARIE
S

STA 4+62 TO STA 10+00 CHITTYVILLE ROAD

TOTAL SHEETF.A.

4:1 & VARIES

VARI
ES3:

1 
&

EXISTING GROUND

FAU 9588 / FAS 903

WILLIAMSON COUNTY

TRANSITION TYPICAL 2

STAGE 2 CROSS SECTIONS ONLY

STA 84+00 - STA 90+50

TO BE USED:

EXISTING SOIL CEMENT, 6"

WIDENING FROM STAGE 1

11’4’ 11’ 4’VARIABLE

VARIABLE WIDENING 3’

STRUCTURAL DESIGN TRAFFIC: YEAR

PV= SU= MU=

ROAD/STREET CLASSIFICATION: CLASS

PERCENT OF STRUCTURAL DESIGN TRAFFIC I DESIGN LANE:

P= S= M=

TRAFFIC FACTOR: Actual TF = AC Type=

Minimum TF=

PG GRADE: Surface=

SUBGRADE SUPPORT RATING: SSR=

1400

50% 50% 50%

.240

3.10

POOR

2021

64

8

60 45

III

1.5Base Crse =

EX ~

 .

  

HERRIN RD.

SHOULDER, 8" (TYPICAL)

EXISTING HMA

EXISTING HMA & MULTIPLE A1 OR A3 SURFACE, 5"

** THIS QUANTITY WILL BE PAID FOR AS HMA BASE COURSE 8"

PROPOSED HMA BINDER COURSE  8"

PROPOSED PROCESSING MODIFIED SOILS 12"

PROPOSED SUBBASE GRANULAR MATERIAL, TYPE C

SURFACE COURSE 1�" (TYPICAL)

PROPOSED HMA

STA 9+00 TO STA. 12+96 BANDYVILLE ROAD

TYPICAL SECTIONS

SECTION COUNTY

ILLINOIS FED. AID PROJECT

RTE.

TOTAL

SHEETS

SHEET

NO

FED. ROAD DIST. NO.  

U.

 

    

F.A.

 9588*

* & FAS 903

39(R-1,B-1,B-2) WILLIAMSON

CN 78277

22224


