
 

 

 

  

 

 

   

 

   

  

 

 

   

STATION      TO      STATION

263+47.27            273+03.31

EXISTING TYPICAL SECTION

STATION      TO      STATION

PROPOSED TYPICAL SECTION5

2

275+32.31            286+22.53

275+32.31            286+22.53

263+47.27            273+03.31

2

OMISSION-S.N. 020-0045

STATION 273+03.31 TO STATION 275+32.31

OMISSION-S.N. 020-0045

STATION 273+03.31 TO STATION 275+32.31

*
*

*

*

*

*

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

760 DEWITT 21 10

TOTAL

SHEETS

SHEET

NO.
F.A.P.

RTE.

124RS-6

CONTRACT NO. 70758

SHEET NO. 5 OF 5 SHEETS STA.            TO STA.            SCALE: NO SCALE

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

EXISTING & PROPOSED TYPICAL SECTIONS
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12’-0" 10’-0"

4’-0" 3’-0"

12’-0"10’-0"

4’-0"3’-0"

1 1/2 " BITUMINOUS CONCRETE SURFACE COURSE,

MIX. D, CLASS I, TYPE 2

 3/4 " LEVELING BINDER (MACHINE METHOD)

MIX. C, CLASS I, TYPE 2

AGGREGATE SHOULDERS

SUB-BASE GRANULAR MATERIAL,

TYPE C, 4"

STABILIZED SHOULDERS, 8"

STABILIZED SUB-BASE, 4"

STD. P.C.C. PVT. 8" REINFORCED
BITUMINOUS SHOULDERS, 1 1/2 "

PAVEMENT FABRIC

AGGREGATE SHOULDERS,

TYPE B WEDGE

 3/16 "/FT  3/16 "/FT
4% 4%

9% MAX. 9% MAX. 6%6%

VAR.

VAR.

12’-0" 4’-0" 3’-0"12’-0"4’-0"3’-0"

MATCH EXISTING
4%

9% MAX.9% MAX.
4%

MATCH EXISTING

HOT-MIX ASPHALT SURFACE REMOVAL, 1 1/2 "

HOT-MIX ASPHALT SURFACE COURSE,

MIX "C", N50 (168 LBS/SQ YD)

HOT-MIX ASPHALT SHOULDERS

(168 LBS/SQ YD)

AGGREGATE SHOULDER

TYPE B WEDGE

STRIPESTRIPE


