
ARE TO BE USED DURING TEMPORARY SIGNAL STAGE.

EXISTING MAST ARMS AND SIGNAL HEADS IN NE AND SE CORNERS

OF THE ENGINEER.

TO PROVIDE ACCURATE DETECTION ZONES TO THE SATISFACTION

DETECTION SYSTEM SHALL BE REPROGRAMMED DURING CONSTRUCTON

RELOCATED TO TEMPRARY WOOD POLE IN SW CORNER.  VIDEO

EXISTING VIDEO DETECTION CAMERAS ON SW MAST ARM TO BE

INTO OPERATION.

IN OPERATION UNTIL NEW CONTROLLER IS READY TO BE PLACED

EXISTING INTERCONNECT TO ROBBINS ROAD AND HEDLEY TO REMAIN

IN NE DOUBLE HANDHOLE AND SE HANDHOLE.

TEMPORARY WIRING MAY UTILIZE EXISTING TRAFFIC SIGNAL CABLES

TEMPORARY TRAFFIC SIGNAL NOTES:

1.

2.

3.

4.

3

REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT CONSISTS OF:

EACH MAST ARM ASSEMBLY AND POLE

13 EACH SIGNAL HEAD ASSEMBLY

3 EACH

2 EACH TRAFFIC SIGNAL POST

1 EACH

1 EACH

1 L SUM VIDEO DETECTION SYSTEM

CONTROLLER AND CABINET

PEDESTRIAN PUSH-BUTTON POST

PEDESTRIAN SIGNAL HEAD ASSEMBLY

CWLP TRAFFIC SHOP, 1600 GROTH ST.

REMOVED ITEMS TO BE DELIVERED TO CITY OF SPRINGFIELD,

SHEET NO. 26

SPECIAL PROVISION "TEMPORARY LIGHTING SYSTEM",

TEMPORARY LIGHTING SHALL BE PROVIDED AS DESCRIBED IN THE1.

TEMPORARY LIGHTING NOTES:

WABASH AVE. & KOKE MILL RD.

TEMPORARY SIGNAL AND LIGHTING PLAN
361679
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