
 

 

 

  

 

 

   

 

   

 

 

 

   

 

 

  

TO PROPOSED DRAINAGE STRUCTURES

DETAIL OF CONNECTING SUB-SURFACE DRAINS

PCC GROUT

PROPOSED SUB-SURFACE DRAIN

MANHOLE WALL

PROPOSED INLET OR

STRUCTURE FOR PIPE

FIELD CUT HOLE IN DRAINAGE

NOTE:

CONSTRUCTION THE PROPOSED DRAINAGE STRUCTURE.

BE CONSIDERED INCLUDED IN THE COST OF

DRAINS TO PROPOSED DRAINAGE STRUCTURES SHALL

ALL ITEMS REQUIRED FOR CONNECTING SUB-SURFACE

DETAIL OF TRENCH EXCAVATION

AND BACKFILL UNDER TURF

ORIGINAL GROUND

EARTH BACKFILL

PROPOSED STORM SEWER

D + 36" MAXIMUM

TO TO

D

TO TO

D

SAND CUSHION

TYP.

9" 9"

D + 18" MINIMUM

9"+D+9" MAX. WHEN TRENCH DEPTH < 5’

4"

18" 18"

18"+D+18" MAX. WHEN TRENCH DEPTH > 5’

SAND CUSHION

DETAIL OF TRENCH EXCAVATION
AND BACKFILL UNDER PROPOSED

ROADWAY PAVEMENT AND ENTRANCES

TO TO

D

TO TO

D

TOP OF PROPOSED SUBGRADE

PROPOSED STORM SEWER

TYP.

TRENCH BACKFILL

4"

9"

18"

9"

18"

9"+D+9" MAX. WHEN TRENCH DEPTH < 5’

18"+D+18" MAX. WHEN TRENCH DEPTH > 5’

D + 18" MINIMUM

D + 36" MAXIMUM

SECTION COUNTY

ILLINOIS FED. AID PROJECT

8012   SANGAMON  679  446

TOTAL

SHEETS

SHEET

NO.RTE.

  21(W-3, TS-1, RS-7) 
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SPECIAL DETAILS

SHEET  1 OF 1 SHEETS STA.          TO STA.           
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TJD       
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