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Ventilator

Service Raceway -

Rigid metal conduit,

intermediate conduit

and schedule 80

nonmetallic conduit

are equally acceptable. 

Open wire or

triplex service

Service head
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Malleable iron

conduit clamp

Service raceway

Meter, when required

Guy and anchor

225x225x25           (9x9x1)           

Pocket for drawings

575x365x13           (23x14 1/2 x 1/2 ) 

Installation mounting board

100    (4)       Adapter

100    (4)       Pipe

             16x400                    ( 5/8 x16)

         50

Anchor Bolts            

hot-dipped galvanized,

threaded      +.            (2)

25   (1)     , 45^ Bevel

             600x600x200

(24x24x8)

Concrete pad 

         to be placed

in front of control cabinet.
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Malleable iron conduit

clamp at

         intervals 

         1.2 m or 1.5 m

(4’ or 5’)
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All dimensions are in millimeters unless

otherwise shown.

Photocell

Grade

        Class 5

wood pole

SERVICE POLE

625x400x300            (25x16x12)

Aluminum cabinet. Inside

dimensions not less than

                       

with weather resistant lock.

Concrete foundation

600x600x750            (24x24x30)

       Conduit hub30   (1 1/4 )

16 mm x 2.4 m              ( 5/8 "x 8’-0")        

Copper clad ground rod

300 to 450

(12 to 18)

#8 Bare

copper wire

60 Amp fused

disconnect

switch with

solid neutral

1
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 m
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13   ( 1/2 )       Galvanized

steel conduit.

       Fiber or

polystyrene duct

wiring window.

30   (1 1/4 )

3-1/c #8 cables in

       Galvanized

steel conduit.

Grade

Fiberglass

pedestal base

Meter when

required

To controllerFrom power co.

Disconnet

switch

Fiberglass

pedestal

UNDERGROUND INSTALLATION

FOUNDATION

TOP VIEW

CONTROLLER INSTALLATION

FRONT VIEW
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LIGHTING DETAIL

CONTROL INSTALLATION

TYPE CB-RCS-60

IL 29 @ HILLTOP ROAD

SANGAMON COUNTY

29 25


