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PAINTED MEDIAN

LEFT TURN LANE

PAINTED MEDIAN

LEFT TURN LANE

50’50’

1’5’VARIES
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1’5’VARIES

STA. 45+47 TO 48+67

STA. 45+47 TO 48+67
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TYPICAL SECTIONS - IL. ROUTE 171

IL. ROUTE 171 AT FOREST AVE. / RIDGEWOOD RD.

SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

EXISTING PCC SIDEWALK FROM STA. 37+40 TO 41+30 ONLY

PROPOSED LEGEND:

1

2

3

4

5

PAVEMENT REMOVAL

COMB. CONC. CURB & GUTTER REMOVAL

COMB. CONC. CURB & GUTTER, TYPE B-6.18

6

7

8

9

SIDEWALK REMOVAL

AGGREGATE SUBGRADE IMPROVEMENT, 12"

10

12

13

11 AGGREGATE BASE COURSE, TYPE B, 6"

14 PIPE UNDERDRAIN, 4"

SODDING & TOPSOIL 4"

POLYMERIZED HMA SURFACE COURSE, MIX "F", N90, 1�"

HMA SURFACE REMOVAL, 2�"

SUBBASE GRANULAR MATERIAL, TYPE B, 6"

HMA BASE COURSE WIDENING, 9�" 

15

NOTE: THE CONTRACTOR SHALL MILL FIRST BEFORE PATCHING.

EXISTING LEGEND:

PCC PAVEMENT, | 9"

HMA BASE COURSE, | 10"

COMB. CONC. CURB & GUTTER, TYPE B-6.24

PCC SIDEWALK

HMA SURFACE & BINDER COURSE, | 10"A

B

C

D

E

F

SUBBASE GRANULAR MATERIAL, 4"

POLYMERIZED LEVELING BINDER (MM), IL-4.75, N50, �" 

PCC SIDEWALK, 5"

15 15

HMA SURFACE COURSE, MIX "D", N50, (IL 9.5 mm), 2"

1787


