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DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS VAR. D3 BRIDGE WASHING 2019-1 GRUNDY/LASALLE

CONTRACT NO. 66K10

ECP

ECP

RW

1/29/19   1  1

630

EXISTING TYPICAL SECTION - NORTH APPROACH ROADWAY (MAIN STREET)

EXISTING TYPICAL SECTION - SOUTH APPROACH ROADWAY (C.H. 15)

(NORTH END OF STRUCTURE)

(SOUTH END OF STRUCTURE)

SN 050-0219

TYPICAL SECTIONS - LOCATION 3

¡ EXISTING MAIN STREET

PCC BARRIER

CURB

CONCRETE SIDEWALK

¡ EXISTING C.H. 15

COURSE PAVEMENT

BITUMINOUS SHOULDER
AGGREGATE SHOULDER

4'11"± 8'10"±

& VARIES TO 11'6"±& VARIES TO 11'6"±

4'11"±

1

3±

2±

1

30'2"± & VARIES 30'2"± & VARIES 7'3"± 5'11"

8'10"±

(ESTIMATED THICKNESS 5"±)

A FLEXIBLE PAVEMENT SYSTEM WITH 2.5" - 6" BITUMINOUS

 BROKEN BY VARIED AND INTERMIXED PAVEMENT SYSTEMS

SURFACE/BINDER OVER A 0 - 4.5" AGGREGATE BASE IS

COMPOSITE BITUMINOUS AND CONCRETE BASE


