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U.S. ROUTE 30 (LINCOLN HIGHWAY)

EXISTING TYPICAL SECTION

U.S. ROUTE 30 (LINCOLN HIGHWAY)

PROPOSED TYPICAL SECTION

STA 493+00 TO STA 500+00

STA 493+00 TO STA 500+00
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250’-5’

US 30 AT CENTRAL AVE.  

EXISTING AND PROPOSED TYPICAL SECTION

SHOULDER

HMA 

10 10

18 19

STA 496+28 TO STA 499+35

5’-6’

11

PROPOSED MEDIAN

6"

26 GRADING AND SHAPING DITCHES

PROPOSED TOPSOIL, 4"

 

PROPOSED AGGREGATE WEDGE SHOULDER, TYPE B

PROPOSED AGGREGATE SHOULDER, TYPE B, 6"

PROPOSED HOT-MIX ASPHALT SHOULDER, 8"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N50, 2"

 

PROPOSED TOPSOIL, 24"

(MONOLITHICALLY POURED)

PROPOSED COMBINATION CONCRETE C&G, TYPE SB-6.12 

PROPOSED SUB-BASE GRANULAR MATERIAL, TYPE B, 4"

 

PROPOSED COMBINATION CONCRETE C&G, TYPE B-6.24

 

PROPOSED COMBINATION CONCRETE C&G, TYPE B-6.12 

 

PROPOSED STRIP REFLECTIVE CRACK CONTROL TREATMENT

 

PROPOSED AGGREGATE SUBGRADE IMPROVEMENT, 12"

 

PROPOSED HOT-MIX ASPHALT BASE COURSE, 6" 

PROPOSED HOT-MIX ASPHALT BASE COURSE WIDENING, 8�" 

 

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N70, 2"

SURFACE COURSE, MIX "F", N90, 2"

PROPOSED POLYMERIZED HOT-MIX ASPHALT 

 

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL 2"

 

EXISTING HMA BASE COURSE, |10"

EXISTING P.C.C. SIDEWALK, 5"

 

EXISTING AGGREGATE SHOULDER

EXISTING HMA SHOULDER

EXISTING COMBINATION CONCRETE C&G TYPE SB-9.06

 

EXISTING COMBINATION CONCRETE C&G TYPE B-6.24

 

EXISTING STABILIZED AGGREGATE SUBBASE, 4"

 

EXISTING P.C.C. PAVEMENT, | 10’

*

* GEOTECHNICAL FABRIC FOR GROUND STABILIZATION

968

VAR.


