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F.A.P. 348 (IL43) HARLEM AVE.
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STAGE 2

STAGE 3

CONSTRUCTION SEQUENCE

MAINTENANCE OF TRAFFIC - STAGE 2

IL ROUTE 43 (HARLEM AVE)
 

CEY

KAC

TP

1 1

6

WET REFLECTIVE 

TEMPORARY TAPE 

TYPE III, 4 INCH 

(SOLID YELLOW)

WET REFLECTIVE 

TEMPORARY TAPE 

TYPE III, 4 INCH 

(SOLID DOUBLE

YELLOW)

WET REFLECTIVE 

TEMPORARY TAPE 

TYPE III, 4 INCH 

(SOLID WHITE)
WET REFLECTIVE 

TEMPORARY TAPE 

TYPE III, 4 INCH 

(SOLID WHITE)

WET REFLECTIVE 

TEMPORARY TAPE 

TYPE III, 4 INCH 

(SOLID YELLOW)

N.T.S.

| 100’

APPROACH SIGNAGE, 

ARROW BOARD, AND 

TAPER PER IDOT 

STANDARD 701606

(320’)

LEGEND

AREA OF WORK

TYPE II BARRICADE OR DRUM 

WITH STEADY BURNING LIGHTS

@ 50 FT CENTERS ALONG 

ROADWAY (TANGENT) AND 20 FT

CENTERS ALONG TAPERS

DIRECTION OF TRAFFIC

SIGN

TYPE III BARRICADE WITH FLASHING LIGHTS

| 
5
0
0
’

APPROACH SIGNAGE PER IDOT 

DISTRICT 1 STANDARD TC-10

APPROACH SIGNAGE PER IDOT 

DISTRICT 1 STANDARD TC-10

| 
5
0
0
’

| 300’

APPROACH SIGNAGE 

PER IDOT STANDARD 

701606

| 
2
0
0
’

| 
2
0
0
’

160’

ROAD

CLOSED

R11-2

APPROACH SIGNAGE 

PER IDOT STANDARD 701606

APPROACH SIGNAGE PER IDOT 

STANDARD 701606

R3-2

| 
2
0
0
’

| 180’

W1-4L(0)-48

W6-1100(0) 2430

W6-1100(0) 2430
R3-2

PLAN VIEW

7.00’

NOTE:

MEDIAN DETAIL

1
7

’
PROP. COMB. CONC.
C & G TY. B-6.12

T-GYMNOCLA DIO 2-1/2

CONC MED TSB6.12

80’

REMOVAL OF TEMPORARY PAVEMENT SHALL BE PAID FOR
AS PAVEMENT REMOVAL.

FURNISHED MATERIAL TO BACK FILL BETWEEN THE BACKS
OF PROPOSED CURBS UP TO THE BOTTOM OF THE PROPOSED 
TOPSOIL WILL BE INCLUDED IN THE COST OF PAVEMENT
REMOVAL.

CA-6 AGGREGATE AS NECESSARY TO BACK FILL UNDER
THE PROPOSED CONCRETE MEDIAN, TYPE SB-6.12 SHALL
BE INCLUDED IN THE COST OF THE PROPOSED CONCRETE MEDIAN.

1.

2.

3.

| 210’ TAPER

PAVEMENT REMOVAL &

CONCRETE MEDIAN,

   TYPE SB-6.12

W1-4L(0)-48

TY.III BARRICADE
W/ FLASHING LIGHTS

W-1-6R(0)-6030
ABOVE BARRICADE

W13-1(0) 2424

XX

MPH

W13-1(0) 2424

XX

MPH

R3-2

R3-2

CONSTRUCTION:

REMOVE TEMPORARY PAVEMENT, RECONSTRUCT MEDIANS. 

PLACE FINAL PAVEMENT MARKINGS AND RAISED REFLECTIVE MARKERS.

MAINTENANCE OF TRAFFIC:

UTILIZE STANDARD 701606 AND 701311

CONSTRUCTION:

SOUTH BOUND LANES: SCARIFY CONCRETE SLAB SURFACE,

PERFORM DECK REPAIRS, PLACE LATEX CONCRETE OVERLAY, PATCH AND OVERLAY

APPROACHES, PERFORM SUBSTRUCTURE REPAIRS, REMOVE AND REPLACE APPROACH

INLETS AND REMOVE EXISTING BRIDGE DECK DRAINS AND REPLACE.

MAINTENANCE OF TRAFFIC: 

MAINTAIN TRAFFIC ON THE NORTHBOUND LANES. UTILIZE MAINTENANCE OF TRAFFIC 

DETAILS IN THE PLANS, STANDARD 701606, STANDARD 701801, AND DISTRICT 1 STANDARD TC-10.

R3-2

ROAD

CLOSED

R11-2

PAVEMENT REMOVAL

& CONCRETE MEDIAN

(SEE MEDIAN DETAIL)

APPROACH 

SIGNAGE, 

ARROW BOARD, 

AND TAPER 

PER IDOT 

STANDARD 

701606-07

(320’)

775’ TAPER

KAC

SEEDING, CLASS 2A
TOPSOIL FURNISH AND PLACE, 4"
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REVISED -

-

-

-

REVISED

REVISED

REVISED

NO.
SECTION COUNTY

ILLINOIS FED. AID PROJECT

TOTAL

SHEETS

SHEET

NO.RTE.

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

DESIGNED -

-

-

-

CHECKED

DRAWN

CHECKED

 

 
  

 

 

   

 

  

 

 3/27/2012

1
:3

9
:1

7
 P

M
G

:\
E

N
G

\0
6
-
5
3
2
9
-
0
2
 D

1
 V

a
r
io

u
s
 S

tr
u
c
tu

r
e
\T

A
S

K
 O

R
D

E
R

S
\T

K
-
1
1
_
H

a
r
le

m
\C

A
D

\S
tr

u
c
tu

r
e
\S

h
t\

D
1
6
0
M

7
1
-
S

h
t-

S
ta

g
in

g
_
2
.d

g
n

SHEET NO.  OF SHEETS

3
/2

7
/2

0
1

2

USER NAME =

PLOT SCALE =

F.A.P.

   348 COOK 193127-2-SB-I

CONTRACT NO. 60M71


