
PARAPET ELEVATIONS

STRUCTURE NO. 099-0526
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PARAPET JOINT DETAILS
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 1/2 ’’ Preformed Self-Expanding Cork Joint Filler

according to Article 1051.07 of the Std. Spec.

Cost included with Concrete Superstructure.
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Non-staining gray one component non-sag elastomeric

gun grade polyurethane sealant meeting the requirements

of ASTM C-920, Type S, Grade NS, Class 25, use T

with a  5/8 ’’ backer rod.

Const. Jt.

(Optional)

1x4-#8 e (E) bars, Front Face

~ Pier

Parapet joint

spacing

Aluminum sheeted joints

in base of parapet

INSIDE ELEVATION OF PARAPET

261’-9" End to End Parapet

261’-9" End to End Parapet

(South Parapet)
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7-#4 e (E) bars

Spaced as shown

in cross section
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in cross section
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in cross section
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1x4-#4 e (E) bar, Back Face4

6 1x3-#8 e (E) bars, Front Face
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1-#4 e (E) bars, Back Face

1-#8 e (E) bars, Front Face

286-#5 d(E) bars at 11’’ cts.
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2-#4 d (E) at each rail post

56 d (E) reqd.

9" 11 spaces at 9’-10" = 108’-2" 8’-1" 8’-1" 8’-1" 13 spaces at 9’-10" = 127’-10" 9"

9" 13 spaces at 9’-10" = 127’-10" 8’-1" 8’-1" 8’-1" 11 spaces at 9’-10" = 108’-2" 9"
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2-#4 d (E) at each rail post

56 d (E) reqd.

(North Parapet - Bridge Fence Railing not shown for clarity)
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Parapet railing

post spacing

Const. Jts. at Pier & Abutments,  1/8 ’’ Aluminum

sheet ASTM B 209 alloy 3003-H14 coated to

minimize reaction with wet concrete.  Cost

included with Concrete Superstructure

USER NAME =

PLOT SCALE =

PLOT DATE =

REVISED -

-

-

-

REVISED

REVISED

REVISED

              

              

              

              

NO.
SECTION COUNTY

ILLINOIS FED. AID PROJECT

 57     WILL       

TOTAL

SHEETS

SHEET

NO.RTE.

CONTRACT NO. 60T40

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

F.A.I DESIGNED - PK 

-

-

-

SP 

PK 

CHECKED

DRAWN

CHECKED SP 

 
 

 
   

 

 

   

 

  

 

 

INTERNATIONAL

p:\602612(i-57_@_stuenkel)\structural\Parapets.dgn

1
:0

9
:5

4
 P

M
p
:
\
6
0
2
6
1
2
(
i
-
5
7
_
@

_
s
t
u
e
n
k
e
l
)
\
s
t
r
u
c
t
u
r
a
l
\
P

a
r
a
p
e
t
s
.d

g
n

5
/
4
/
2
0
1
2

   

   

SHEET NO.    OF     SHEETS

      99-1HB-R      

35

63


