
 

 

 

  

 

 

      

 

 

   

 

 

  

TO BE USED:

3’ 12’ 12’

EXISTING PAVEMENT

*** MATCH EXISTING SLOPE

TO BE USED:

SHOULDER TYPE B
PR. AGGREGATE WEDGE 

*** ***

PR. EDGE LINE STRIPING (TYP.)

9’ 9’

PR. STRIP REFLECTIVE CRACK CONTROL

2’ 3’2’

STA 1582+81.49 TO STA 1633+10.72

~

(IL 34)

2’ 12’

~

EXISTING PAVEMENT

***

*** MATCH EXISTING SLOPE

2’

6"

PAVEMENT REMOVAL

(IL 34)3’ 3’

***

SHOULDER, TY B
PR. AGGREGATE WEDGE

PR. EDGE LINE STRIPING (TYP.)

6" 1’-4" 1’-4"

PROCESSING MODIFIED SOIL 16" (SEE NOTE 1, 2)
HMA PAVEMENT FULL DEPTH 15 3/4"

PR. HMA SHOULDER, 3 3/4"

ON SHEET 21
SEE SAFETY EDGE DETAIL

SECTION COUNTY

ILLINOIS FED. AID PROJECT

869 SALINE 26 9

TOTAL

SHEETS
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NO.RTE.

105R-1
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TYPICAL SECTIONS              

              

              

              

   

   

        

   

SHEET    OF    SHEETS STA.          TO STA.           

STA 1483+00 TO STA 1581+78.51

FAP 869

FAP 869

ALTERNATE A

   

   POLYMERIZED HMA BINDER, N105, IL-19.0 (TOP LIFT), 2 1/4" 

NOTE 2: HMA BINDER COURSE, N90, IL-19.0 (LOWER LIFTS), 11 1/2"

NOTE 1: POLYMERIZED HMA SURFACE COURSE, MIX D, N105, 2"

PR. POLYM. HMA BINDER COURSE, 2 1/4" 

PR. POLYM. HMA SURFACE COURSE, 1 1/2"

12’

14’ 14’

SEE SPEC. PROVISIONS
EXISTING SHOULDERS
GRADING AND SHAPING


