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DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS GENERAL NOTES

  1  1

F.A.S.

RTE.

248 (117B)SCR BUREAU

CONTRACT NO. 66L16

6 2

GENERAL NOTES COMMITMENTS

PLAN DIMENSIONS AND DETAILS RELATIVE TO EXISTING PLANS ARE

SUBJECT TO NOMINAL CONSTRUCTION VARIATIONS.  THE CONTRACTOR

SHALL FIELD VERIFY EXISTING DIMENSIONS AND DETAILS AFFECTING 

NEW CONSTRUCTION AND MAKE NECESSARY APPROVED ADJUSTMENTS

PRIOR TO CONSTRUCTION OR ORDERING OF MATERIALS.  SUCH 

VARIATIONS SHALL NOT BE CAUSE FOR ADDITIONAL COMPENSATION

FOR A CHANGE IN SCOPE OF WORK; HOWEVER, THE CONTRACTOR

WILL BE PAID FOR THE QUANTITY ACTUALLY FURNISHED AT THE UNIT

PRICE BID FOR THE WORK.

BEDDING AND FILTER FABRIC SHALL NOT BE REQURED FOR THIS WORK.

THE CONTRACTORS CONSTRUCTION WORK SHALL NOT ENCROACH WITHIN

A MINIMUM OF 10 FEET FROM THE EXPOSED GAS LINE AS SHOWN ON PLAN

DETAILS.

SEEDING WILL NOT BE PERMITTED AT ANY TIME WHEN THE GROUND IS 

FROZEN, WET, OR IN AN UNTILLABLE CONDITION.  LOCATIONS TO BE 

SEEDED WILL BE DETERMINED BY THE ENGINEER.

ABANDONED UNDERGROUND UTILITIES THAT CONFLICT WITH 

CONSTRUCTION SHALL BE DISPOSED OF OUTSIDE THE LIMITS OF THE 

RIGHT OF WAY ACCORDING TO ARTICLE 202.03 OF THE STANDARD 

SPECIFICATIONS AND AS DIRECTED BY THE ENGINEER.  THIS WORK WILL

NOT BE PAID FOR SEPARATELY, BUT WILL BE INCLUDED IN THE COST OF 

RELATED CONSTRUCTION TIEMS.

ALL EXCAVATED MATERIAL, WHICH INCLUDES DIGGING OR GRADING OF ANY

SOIL OR FILL MATERIAL, WITH THE EXCEPTION OF AGGREGATE FILLS, MUST

BE INCORPORATED WITHIN THE IDOT RIGHT OF WAY DUE TO ENVIRONMENTAL

DOCUMENTATION REQUIREMENTS.

ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE 

INTERPRETED TO MEAN THE EDITION AS INDICATED BY THE SUBNUMBER 

SHOWN IN THE LIST OF STANDARDS OR THE COPY INCLUDED IN THESE PLANS. 

THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED IN 

CALCULATING PLAN QUANTITIES:

RIPRAP, CLASS A4 1.35 TONS / CU YD

THE CONTRACTOR SHALL CONTACT JULIE AT LEAST 48 HOURS PRIOR TO

EXCAVATION TO DETERMINE WHICH UTILITIES ARE IN THE AREA.

MEMBERS OF JULIE KNOWN TO BE WITHIN THE LIMITS OF THE 

IMPROVEMENT ARE: NICOR
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248 (117B)SCR BUREAU

CONTRACT NO. 66L16

SUMMARY OF QUANTITIES

  1  1

6 3

CONSTR. CODE

CONTRACT MAINT.

100% STATE

BRIDGE

CODE TOTAL 0020

NO. ITEM UNIT QUANTITY S.N. 006-0114

28100807 STONE DUMPED RIPRAP, CLASS A4 TON 570 570

67100100 MOBILIZATION L SUM 1 1

70100450 TRAFFIC CONTROL AND PROTECTION, STANDARD 701201 L SUM 1 1

Z0030850 TEMPORARY INFORMATION SIGNING SQ FT 42 42
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  1  1

TYPICAL SECTION 6 4

TYPICAL SECTION

3' 1'

12'

~ FAS 248 (TISKILWA SPUR)

12'

1'
3'

AGGREGATE SHOULDER, TYPE B, TYP

EXISTING HOT-MIX ASPHALT WIDENING 8"

EXISTING 9"-6"-9" PCC PAVEMENT

EXISTING HOT-MIX ASPHALT OVERLAYS +-5"
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PLAN

60' R.O.W.60' R.O.W.

60' R.O.W. 60' R.O.W.

(TOP OF RIDGE)

EXISTING TOP ERODED EMBANKMENT 

(TOP OF RIDGE)

EXISTING TOP OF ERODED EMBANKMENT

EXISTING EMBANKMENT SURFACE

WATERS EDGE

APPROXIMATE 

MIN.

SECTION B-B
SECTION A-A

AA

MIN.

PIER #5

WATERS EDGE

APPROXIMATE 

M
IN
.

EXISTING EMBANKMENT SURFACE

O
F
 
F

O
O

T
IN

G

A
B

O
V

E
 
T

O
P
 

EXISTING STREAMBED EXISTING STREAMBED

B B

M
IN
.

NOTES:

±
4
5
'

EXISTING RIPRAP (TYP.)
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* 10' MIN. DISTANCE IN FRONT OF PIER #5

        

   FOR THIS WORK.

2. AGGREGATE BEDDING AND FILTER FABRIC SHALL NOT BE REQUIRED

   A 10' MINIMUM DISTANCE FROM THE EXISTING EXPOSED GAS LINE.

    THE STONE DUMPED RIPRAP SO AS TO NOT ENCROACH WITHIN 

1. THE CONTRACTOR SHALL EXCERCISE CAUTION WHEN PLACING
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DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS TEMPORARY INFORMAYION SIGNING 6 6

BEGINS XX-XX-XX

TEMPORARY INFORMATION SIGNING

EXPECT DELAYS

ROAD WORK

AHEAD

FOR CONTRACT

MONTH AND DATE

USE APPROPRIATE

2

1

NOTES:

SEPARATELY FOR PAYMENT.

EACH SIGN = 21 SQ FT AND THE DATE PANEL 2 WILL NOT BE MEASURED

WILL BE PAID FOR PER SQ FT AS "TEMPORARY INFORMATION SIGNING".

SEE SPECIAL PROVISION "TEMPORARY INFORMATION SIGNING" FOR ADDITIONAL INFORMATION.

REMOVE PANEL 2 ON THAT DATE.

THE START OF THE LANE CLOSURE.

ERECT SIGN 1 WITH INSTALLED PANEL 2 A MINIMUM OF ONE WEEK PRIOR TO

SIGNS AS DIRECTED BY THE ENGINEER.

ERECT SIGNS AT LOCATIONS IN ADVANCE OF THE "ROAD CONSTRUCTION AHEAD"

USE 6" D BLACK LETTERING ON FLUORESCENT ORANGE BACKGROUND.
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