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Bridge Approach

Approach Slab or

Bridge

A

A

See Structure Plans

(600)

24
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COUNTY

FAS 2402

    

TOTAL

SHEETS

SHEET

NO.
 

  

CONTRACT NO. 68614

F.A. RTE.

U.S. 150 114RS-4;112C-2
 

(110,111,112,113)RS-3;

PEORIA

FED AID PROJECT

6376

Thickness - See plans

SECTION A-A

 

unless otherwise noted.

All dimensions are in inches (millimeters) 

TYPICAL SECTION WITH BRIDGE APPROACH CURB
 TYPE E & F (STANDARD 610001)

 TYPICAL SECTION AT INLETS

Thickness - See plans

the standard specifications.

in accordance with Article 420.12 of

joint at each edge of the inlet box

box. Cut and seal a contraction 

reinforcement bar across the inlet 

Install an 8’ long #4 epoxy coated

Type B or M curb.

PLAN VIEW

(stapled)

Geotextile FabricCurb
(stapled)

Geotextile Fabric

APPROACH SLAB OR BRIDGE APPROACH SHOULDER

(STANDARD 609001 or 609006)

24(600)

minimum
24(600)

minimum

Erosion Control

Guardrail Aggregate 
Erosion Control

Guardrail Aggregate 


