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NOT TO SCALE
PAINT SOLID WHERE A MINIMUM OF 3 STRIPES CANNOT BE PLACED.

STRIPING RECOMMENDED ONLY WHERE OPERATIONAL PROBLEMS DICTATE.

REDUCED SPACING USED TO OBTAIN 3 STRIPS MINIMUM.

PAINT MINIMUM OF 3 STRIPES IN DIRECTION OF TRAFFIC.

OR RADIUS OF NOSE, WHICHEVER IS GREATER.

PAINT CURB AND NOSE SOLID FOR 10 FEET

PAINT CURB
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TYPICAL APPLICATION

FOR DOUBLE YELLOW LANE LINES
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PAVEMENT MARKERS @ 40’ CENTERS

4" YELLOW SKIP-DASH LINE

WITH RAISED REFLECTIVE PAVEMENT MARKERS

TYPICAL APPLICATION FOR

SOLID YELLOW AND SKIP-DASH LINES
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30’ WHEN POSTED SPEED > 45 MPH

*

IS TO BE SPACED BETWEEN RRPM’S.

AFTER THE CONSTRUCTION OF THE RUMBLE STRIP.  RUMBLE STIP

THE PROPOSED CENTERLINE PAVEMENT MARKINGS SHALL BE PLACED 
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