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AGGREGATE SHOULDER REMOVAL, 4•"

POLYMERIZED HMA SURFACE COURSE, MIX "D", N50 1•"

POLYMERIZED LEVELING BINDER (MACHINE METHOD) N50 ƒ"
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AGGREGATE SHOULDER REMOVAL, 4•"

LT STA 1428+90 TO 1429+05

RT STA 1428+90 TO 1429+50

STA 1426+75 TO 1428+20

AGGREGATE SHOULDERS, TYPE A 6"AGGREGATE SHOULDERS, TYPE A 6"

AGGREGATE SHOULDERS, TYPE A 6"

HMA SURFACE REMOVAL (VARIABLE DEPTH)

HMA PAVEMENT (FULL DEPTH), 10.25"

SUBBASE GRANULAR MATERIAL, TYPE A (12")

**

STA 1427+35 LT TO 1429+05 LT

EXISTING PAVED SHOULDER REMOVAL

COURSE, IL 19.0, N50, 6 1/2".

(MACHINE METHOD) N50, 2 1/4" AND HMA BINDER

N50, 1 1/2"; POLYMERIZED HMA LEVELING BINDER,

OF POLYMERIZED HMA SURFACE COURSE, MIX "D",

HMA PAVEMENT (FULL DEPTH), 10.25" CONSISTS

*

(PAVEMENT REMOVAL AND RECONSTRUCTION)

STA 1428+20 TO STA 1428+90


