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ACTUAL LOCATION OF ALL SUCH FACILITIES, INCLUDING SERVICE CONNECTIONS TO
UNDERGROUND UTILITIES. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL
NOTIFY THE UTILITY COMPANIES OF HIS OPERATIONAL PLANS AND SHALL OBTAIN
FROM THE RESPECTIVE UTILITY COMPANIES DETAILED INFORMATION AND
ASSISTANCE RELATIVE TO THE LOCATION OF THEIR FACILITIES AND THE WORKING
SCHEDULE OF THE COMPANIES FOR REMOVAL OR ADJUSTMENT WHERE REQUIRED. IN
THE EVENT AN UNEXPECTED UTILITY INTERFERENCE IS ENCOUNTERED DURING
CONSTRUCTION, THE CONTRACTOR  SHALL IMMEDIATELY NOTIFY THE UTILITY
COMPANY OF  JURISDICTION.  THE ENGINEER SHALL ALSO BE IMMEDIATELY NOTIFIED.
ANY SUCH MAINS AND SERVICES SHALL BE RESTORED TO SERVICE AT ONCE AND PAID
FOR BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE CONTRACT.
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NEW PAVEMENT MILL AND OVERLAY
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NEW 5' PCC SIDEWALK
(TYP.) (AR501604)

NEW PAVEMENT CENTERLINE MARKING
(TYP.) (AR620520)

NEW PARKING LOT
PAVEMENT MARKINGS

(TYP.) (AR620520)

NEW HANDICAP PARKING
STALL PAVEMENT MARKINGS

(TYP.) (AR620520)

NEW GATE DETECTOR LOOPS
(TYP.) (AR162571)

NEW PAVEMENT EDGE MARKING
(TYP.) (AR620520)

LANDSCAPE RESTORATION
(INCIDENTAL TO AR501604)
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CONTROL
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GENERAL NOTES
1. THE CONTRACTOR SHALL VERIFY THE ALIGNMENT DATA AND THE HORIZONTAL

AND VERTICAL CONTROL POINTS PRIOR TO BEGINNING CONSTRUCTION.

2. DISCREPANCIES IN THE CONTROL POINTS SHALL BE BROUGHT TO THE
ATTENTION OF THE RESIDENT ENGINEER AS SOON AS THEY ARE DISCOVERED.
THE CONTRACTOR SHALL NOT PROCEED WITH ANY WORK THAT COULD BE
IMPACTED BY CONTROL POINT DISCREPANCIES UNTIL RESOLUTION IS COMPLETE.

3. ADDITIONAL EROSION CONTROL MEASURES REQUIRED AT THE CONTRACTOR'S
STAGING AREA SHALL BE PROVIDED AT NO ADDITIONAL COST TO THE CONTRACT.

HORIZONTAL AND VERTICAL CONTROL

POINT STATION/OFFSET NORTHING EASTING ELEVATION

BM F
STA. 114+33.84 /

46.606' LT
1848880.6650 2428192.6590 641.30

BM G
STA. 102+78.63 /

49.143' LT
1848874.0240 2427037.4620 642.05

ALIGNMENT DATA

ALIGNMENT
SEGMENT

BEGINNING
STATION

NORTHING/
EASTING END STATION

NORTHING/
EASTING

L10 STA. 100+00.00
N: 1848922.1764
E: 2426758.6612

STA. 118+00.00
N: 1848928.5712
E: 2428558.6499

NEW INLET PROTECTION
(TYP.) (AR156520)

BM G
(PK NAIL NEAR 2ND

POWER POLE)

BM F
(CROSSCUT ON

HANDHOLE)
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10'10'

EXISTING 8" CRUSHED
AGGREGATE BASE

COURSE

EXISTING 4" ASPHALT
SURFACE COURSE

EXISTING SECTION - A
ASPHALT PAVEMENT NEW SECTION - A

NEW VARIABLE DEPTH
PAVEMENT MILLING

(AR401650)

EXISTING COMPACTED
SUBGRADE

NEW 2" ASPHALT
SURFACE COURSE
(AR401611)
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CONTRACTOR'S
STAGING AREA

CONTRACTOR HAUL ROUTE

GENERAL PHASING NOTES
1. DAMAGE TO AIRPORT ROADS, CONTRACTOR STAGING AREA AND AIRFIELD

PAVEMENTS SHALL BE REPAIRED BY THE CONTRACTOR AT THEIR EXPENSE.

2. CONTRACTOR EMPLOYEES SHALL PARK IN EXISTING AIRPORT PARKING. NO
PERSONAL VEHICLES ARE ALLOWED ON THE AIRFIELD.

3. THE CONTRACTOR WILL BE PERMITTED TO STORE EQUIPMENT AND MATERIALS
AT THE CONTRACTOR'S STAGING AREA. THE MAXIMUM HEIGHT OF EQUIPMENT,
MATERIALS AND STOCKPILES SHALL BE 25' ABOVE GROUND ELEVATION.

4. CONTRACTOR SHALL MAINTAIN ACCESS TO ALL AIRPORT FACILITIES AND
PARKING LOTS THROUGH THE DURATION OF THE PROJECT. SHOULD TEMPORARY
ACCESS MEASURES BE REQUIRED, ALL COST SHALL BE CONSIDERED INCIDENTAL
TO THE PROJECT.

5. IF A TEMPORARY LANE CLOSURE IS REQUIRED ON ILLINOIS STATE ROUTE 40, THE
CONTRACTOR SHALL NOTIFY ILLINOIS DEPARTMENT OF TRANSPORTATION
DISTRICT 2, THE AIRPORT, THE CITY OF STERLING / ROCK FALLS AND WHITESIDE
COUNTY 2 WEEKS IN ADVANCE. THE CONTRACTOR SHALL INSTALL THE
NECESSARY SIGNS AND BARRICADES PER IDOT AND MUTCD STANDARDS AND A
FLAGGER SHALL DIRECT TRAFFIC DURING THE LANE CLOSURE DURATION.

TOFA

STAGING AREA

CONTRACTOR'S CONSTRUCTION ACCESS / HAUL ROAD

AIRCRAFT MOVEMENT AREAS

LEGEND

RSA RUNWAY SAFETY AREA (R.S.A.)

TAXIWAY OBJECT FREE AREA (T.O.F.A.)

CLOSED PAVEMENT

PHASE WORK AREA

SEQUENCE OF
CONSTRUCTION

5
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1 2

34

7 8

65

9 10

11

13

12

14

CRITICAL POINTS

LOCATION DATA

POINT # LATITUDE LONGITUDE SE ELEV. AGL HEIGHT AMSL ELEV.

1 41° 44' 32.69" 89° 41' 11.23" 642 25 667

2 41° 44' 32.68" 89° 41' 08.59" 642 25 667

3 41° 44' 32.19" 89° 41' 08.59" 642 25 667

4 41° 44' 32.20" 89° 41' 11.23" 642 25 667

5 41° 44' 31.98" 89° 41' 22.56" 645 25 670

6 41° 44' 31.95" 89° 41' 05.59" 640 25 665

7 41° 44' 33.74" 89° 41' 05.57" 642 25 667

8 41° 44' 33.72" 89° 41' 01.99" 642 25 667

9 41° 44' 32.45" 89° 41' 02.00" 642 25 667

10 41° 44' 32.44" 89° 41' 00.93" 642 25 667

11 41° 44' 30.03" 89° 41' 00.93" 642 25 667

12 41° 44' 29.15" 89° 41' 04.14" 643 25 668

13 41° 44' 31.30" 89° 41' 05.20" 640 25 665

14 41° 44' 31.34" 89° 41' 22.56" 645 25 670

LOW PROFILE INTERCONNECTED BARRICADES

X FAA CRITICAL POINTS

LIGHTED BARRICADES (TYP.)

SUGGESTED SEQUENCE OF CONSTRUCTION
1. COORDINATE CLOSURE AND ACCESS PLAN WITH THE AIRPORT AND CMT

2. INSTALL TRAFFIC CONTROL BARRICADES

3. INSTALL EROSION CONTROL MEASURES

4. MILL ASPHALT PAVEMENT

5. REMOVE AND REPLACE PCC SIDEWALKS

6. INSTALL NEW PEDESTRIAN GATES

7. CONSTRUCT NEW ASPHALT PAVEMENT

8. RESTORE LANDSCAPING

9. INSTALL NEW PAVEMENT MARKINGS (30 DAY PAVEMENT CURE)

CONSTRUCTION EQUIPMENT
AND TRUCK SIGNAL FLAG

NOT TO SCALE

36"

36"
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GENERAL
1. THE CONTRACTOR AND ALL SUBCONTRACTORS SHALL FOLLOW THE

REQUIREMENTS OF THE AIRPORT'S APPROVED CONSTRUCTION SAFETY
AND PHASING PLAN (CSPP), FAA AC 150/5370-2(LATEST EDITION), AND ALL
AIRPORT SAFETY AND SECURITY REQUIREMENTS.

2. PRIOR TO THE START OF CONSTRUCTION THE CONTRACTOR SHALL
SUBMIT TO THE AIRPORT FOR APPROVAL A SAFETY PLAN COMPLIANCE
DOCUMENT (SPCD) IN ACCORDANCE WITH FAA AC 150/5370-2(LATEST
EDITION). NO CONSTRUCTION ACTIVITY SHALL BEGIN UNTIL THE AIRPORT
HAS APPROVED THE SPCD.

3. THE CSPP COVERS OPERATIONAL SAFETY.  THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE INDIVIDUAL SAFETY OF HIS/HER PERSONNEL AND
MEETING SAFETY REQUIREMENTS.

4. A MINIMUM OF 10 DAYS PRIOR TO THE PRECONSTRUCTION MEETING THE
CONTRACTOR SHALL PROVIDE A LIST OF SUBCONTRACTORS AND
MATERIAL SUPPLIERS.

5. A MINIMUM OF 10 DAYS PRIOR TO THE NOTICE TO PROCEED THE
CONTRACTOR SHALL SUBMIT THE SPCD FOR APPROVAL.

6. THE SUGGESTED SEQUENCE OF CONSTRUCTION SHOWN IS INTENDED
TO ALLOW FOR THE ORDERLY CONSTRUCTION OF THE NEW
IMPROVEMENTS WHILE MAINTAINING VEHICLE AND AIRCRAFT ACCESS AT
ALL TIMES.  THE PHASING SHOWN IS A SUGGESTED SEQUENCE OF
CONSTRUCTION ONLY.  THIS SEQUENCE MAY BE MODIFIED WITH THE
APPROVAL OF THE RESIDENT ENGINEER.  HOWEVER, ALTERNATE
STAGING PLANS MUST MAINTAIN AIRPORT OPERATIONS TO THE
SATISFACTION OF THE AIRPORT.

7. ALL EXISTING AND PROPOSED FENCE LINES, EXCEPT AS OTHERWISE
NOTED, SHALL BE MAINTAINED AND SHALL SERVE AS CONSTRUCTION
BOUNDARY AROUND THE PERIMETER OF THE PROJECT. ALL EXISTING
GATES SHALL BE MAINTAINED , CLOSED AND LOCKED AS DIRECTED BY
THE AIRPORT OWNER'S REPRESENTATIVE. SHOULD THE CONTRACTOR
CHOOSE TO KEEP A GATE OPEN FOR CONSTRUCTION OPERATIONS, A
COMPETENT SECURITY GUARD SHALL MONITOR THE OPEN GATE. ANY
COST SHALL NOT BE PAID FOR SEPARATELY, BUT WILL BE CONSIDERED
INCIDENTAL TO THE CONTRACT.

8. THE CONTRACTOR SHALL BE REQUIRED TO PROVIDE DUST CONTROL AT
ALL TIMES DURING THE PROJECT DURATION. A WATER TRUCK SHALL BE
REQUIRED TO BE ONSITE DURING ALL CONSTRUCTION OPERATION
WORKING HOURS, UNLESS WAIVED BY THE AIRPORT. PAYMENT FOR
DUST CONTROL SHALL BE CONSIDERED INCIDENTAL TO THE CONTRACT.

9. PAYMENT FOR ALL AIRSIDE AND ROADWAY TRAFFIC CONTROL INCLUDING
BUT NOT LIMITED TO, TEMPORARY CONSTRUCTION FENCING,
BARRICADES, SIGNING, AIR OPERATIONS AREA (A.O.A) LATH AND RIBBON,
ETC. SHALL BE CONSIDERED INCIDENTAL TO THE CONTRACT.

10. ALL CONTRACTOR COSTS ASSOCIATED WITH THE REQUIREMENTS LISTED
ON THIS SHEET SHALL BE CONSIDERED INCIDENTAL TO THE CONTRACT
UNLESS A SPECIFIC PAY ITEM IS PROVIDED.

1. COORDINATION
1. PRIOR TO THE START OF CONSTRUCTION THE CONTRACTOR SHALL

ATTEND A PRECONSTRUCTION CONFERENCE WITH THE AIRPORT,
RESIDENT ENGINEER, AND ILLINOIS DIVISION OF AERONAUTICS (IDA).
THE COST OF PREPARING FOR AND ATTENDING THE PRECONSTRUCTION
CONFERENCE SHALL BE INCIDENTAL TO THE CONTRACT.

2. ON OR BEFORE THE PRECONSTRUCTION CONFERENCE, THE
CONTRACTOR SHALL SUBMIT A PROPOSED SCHEDULE FOR THE
PROJECT.  THE SCHEDULE SHALL INCLUDE A START AND COMPLETION
DATE FOR EACH ITEM OF WORK.  THE SCHEDULE SHALL BE UPDATED ON
A WEEKLY BASIS.  ALL COSTS ASSOCIATED WITH THE SCHEDULE SHALL
BE INCIDENTAL TO THE CONTRACT.

3. CONTRACTOR SHALL PLAN HIS/HER WORK SO AS NOT TO INTERFERE OR
HINDER THE PROGRESS, WORK OR HAUL ROAD ACCESS OF OTHER
CONTRACTORS (SEE STANDARD SPECIFICATIONS FOR CONSTRUCTION
OF AIRPORT AND SPECIAL PROVISIONS SECTION 50-05) THE PRIME
CONTRACTOR WILL BE RESPONSIBLE TO COORDINATE CONSTRUCTION
ACTIVITIES AND ACCESS BETWEEN ALL ON-SITE CONTRACTORS
SUBCONTRACTORS. IT IS ANTICIPATED THE FOLLOWING PROJECTS MAY
BE UNDER CONSTRUCTION CONCURRENTLY WITH THIS PROJECT.

· CONSTRUCT, LIGHT, AND MARK PARALLEL TAXIWAY TO RUNWAY
36 END - SOUTH END CONNECTOR

· REHABILITATE RUNWAY 7/25

· HELICOPTER HANGAR PROJECT

2. PHASING

1. TOTAL BASE BID CONTRACT TIME SHALL BE 35 CALENDAR DAYS.

2. PHASING SHALL BE AS SHOWN ON THE CONSTRUCTION SAFETY AND
PHASING PLAN SHEET.

3. AREAS AND OPERATIONS AFFECTED BY CONSTRUCTION
1. ALL RUNWAYS, TAXIWAYS AND APRONS SHALL BE KEPT OPEN TO

AIRCRAFT TRAFFIC DURING CONSTRUCTION EXCEPT AS NOTED ON THE
CONSTRUCTION SAFETY AND PHASING PLAN SHEET.

2. WHEN CONFLICTS ARISE BETWEEN CONSTRUCTION ACTIVITIES AND
AIRCRAFT OPERATIONS AND SAFETY, AIRCRAFT OPERATIONS AND
SAFETY SHALL TAKE PRECEDENCE AND SHALL GOVERN.  FINAL
AUTHORITY IN THE APPROVAL OF CONSTRUCTION SEQUENCING LIES
WITH THE AIRPORT.

3. AIRCRAFT OPERATIONS HAVE THE RIGHT-OF-WAY ON THE AIRFIELD. ALL
CONSTRUCTION TRAFFIC SHALL IMMEDIATELY YIELD TO ONCOMING
AIRCRAFT AT ALL TIMES.

4. SHOULD IT BE NECESSARY FOR THE CONTRACTOR TO TEMPORARY
RELOCATE EQUIPMENT AT ANY TIME TO ALLOW AN AIRCRAFT TO PASS,
THE CONTRACTOR SHALL DO SO IMMEDIATELY AT NO EXTRA COST TO

THE OWNER.

4. PROTECTION OF NAVIGATION AIDS (NAVAIDS)
1. THE CONTRACTOR SHALL REMAIN CLEAR OF THE ILS CRITICAL AREAS

AND OTHER NAVAIDS FACILITIES AT ALL TIMES.

5. CONTRACTOR ACCESS
1. CONTRACTOR ACCESS SHALL BE AS NOTED BELOW AND AS SHOWN ON

THE SITE PLAN AND CONSTRUCTION SAFETY AND PHASING PLAN
SHEETS.

2. THE CONTRACTOR IS TO ACCESS THE SITE USING THE EXISTING
ENTRANCE ROAD AS SHOWN. THE ENTRANCE SHALL BE SIGNED
ACCORDINGLY AS TO ALLOW ONLY CONSTRUCTION VEHICLES ACCESS
AND WILL ONLY BE ACCESSIBLE DURING THE CONTRACTOR'S
SCHEDULED WORK DAY. ALL SIGNAGE SHALL CONFORM TO IDOT
CONSTRUCTION STANDARDS FOR VEHICLES ENTERING AND LEAVING
THE SITE.

3. SUPERVISORY PERSONNEL SHALL DEMONSTRATE IN THE PRESENCE OF
THE AIRPORT MANAGER THAT THEY ARE FAMILIAR WITH AIRPORT RADIO
AND AIRPORT DRIVING PROCEDURES IN ORDER TO PERFORM WORK.
OTHER CONSTRUCTION PERSONNEL CAN BE WITHIN THE AIRFIELD LIMITS
PROVIDED THAT THEY ARE UNDER ESCORT AND IN THE PRESENCE OF AN
AUTHORIZED SUPERVISOR.  KNOWLEDGE OF THE AIRPORTS
PROCEDURE'S BY THE SUPERVISORY PERSONNEL MUST BE
DEMONSTRATED PRIOR TO THE START OF CONSTRUCTION.

4. DRIVERS OF TRUCKS CONTAINING MATERIAL DELIVERIES (AGGREGATE,
CONCRETE, ETC.) SHALL BE REQUIRED TO SUBMIT THEIR NAME, DRIVER'S
LICENSE NUMBER, TRUCK LICENSE PLATE NUMBER AND NAME OF
TRUCKING COMPANY TO THE PRIME CONTRACTOR PRIOR TO ENTERING
THE JOBSITE.

5. THE CONTRACTOR'S STORAGE AND STAGING AREA WILL BE AS SHOWN IN
THE SITE PLAN AND CONSTRUCTION PHASING PLAN.

6. THE CONTRACTOR SHALL KEEP A RECORD OF THE NAMES OF ALL
EMPLOYEES ENTERING THE JOB SITE ON A DAILY BASIS.  A RECORD OF
EACH SUBCONTRACTOR ENTERING THE JOB SITE SHALL ALSO BE KEPT
BY THE CONTRACTOR.

7. THE CONTRACTOR'S MATERIAL AND EQUIPMENT, WHEN NOT IN USE,
SHALL BE STORED IN THE CONTRACTOR'S STAGING AREA.  ALL
DELIVERIES, EQUIPMENT REFUELING, EQUIPMENT MAINTENANCE AND
EQUIPMENT TRANSFER SHALL TAKE PLACE WITHIN THE CONTRACTOR'S
STAGING AREA.

8. THE CONTRACTOR WILL BE PERMITTED TO STORE EQUIPMENT AND
MATERIALS ONLY AT THE LOCATIONS SHOWN.  PARKED EQUIPMENT AND
MATERIAL STOCKPILES SHALL NOT PENETRATE SURFACES DEFINED BY
F.A.R. TITLE 14 PART 77 - OBJECTS AFFECTING NAVIGABLE AIRSPACE.

9. ALL CONSTRUCTION TRAFFIC OPERATING ON, OR CROSSING RUNWAYS,
TAXIWAYS AND APRONS OPEN TO AIRCRAFT TRAFFIC SHALL BE UNDER
CONTROL BY A FLAGMAN OR ESCORT IN RADIO CONTACT WITH THE
UNICOM FEQUENCY. THE CONTRACTOR SHALL PROVIDE HIS OWN
FLAGMEN.

10. ALL PAVEMENTS, DRIVES OR ANY OTHER AREAS UTILIZED BY THE
CONTRACTOR FOR HAUL ROADS, STORAGE AREAS AND/OR STAGING
AREAS SHALL BE MAINTAINED AND REPAIRED TO THE SAME CONDITION
OR BETTER THAN THEY WERE PRIOR TO BEGINNING CONSTRUCTION. NO
ADDITIONAL COMPENSATION WILL BE MADE TO THE CONTRACTOR FOR
THIS WORK.

11. ALL VEHICLE AND EQUIPMENT OPERATORS USED BY THE CONTRACTOR
SHALL BE PROPERLY TRAINED BY THE CONTRACTOR.

6. WILDLIFE MANAGEMENT
1. THE CONTRACTOR SHALL NOTIFY AIRPORT OPERATIONS OR THE

RESIDENT ENGINEER IF ANY WILDLIFE IS SEEN ENTERING THE AIRPORT.

2. CONTRACTOR ACCESS GATE(S) SHALL REMAIN CLOSED WHEN THE
CONTRACTOR IS NOT WORKING.

3. THE CONTRACTOR SHALL DISPOSE OF ALL TRASH INCLUDING FOOD
SCRAPS IN APPROVED CONTRACTOR PROVIDED CONTAINERS.

7. FOREIGN OBJECT DEBRIS (FOD) MANAGEMENT
1. THE CONTRACTOR SHALL PICK UP ANY FOREIGN OBJECT DEBRIS (FOD)

SEEN ON THE AIRFIELD PAVEMENTS.

2. THE CONTRACTOR SHALL SECURE ALL LOOSE ITEMS FROM VEHICLES
PRIOR TO DRIVING ON AIRFIELD PAVEMENTS.

8. HAZARDOUS MATERIALS (HAZMAT) MANAGEMENT
1. THE CONTRACTOR SHALL DEVELOP A HAZMAT MANAGEMENT PLAN AND

KEEP COPIES ON THE JOBSITE OF MATERIAL SAFETY DATA SHEETS
(MSDS) FOR ALL MATERIALS HANDLED ON THE JOBSITE.

9. NOTIFICATION OF CONSTRUCTION ACTIVITIES
1. THE CONTRACTOR SHALL PROVIDE A 24 HOUR EMERGENCY CONTACT

PERSON AND PHONE NUMBER.

2. THE CONTRACTOR SHALL GIVE A MINIMUM OF 72 HOURS NOTICE TO
AIRPORT OPERATIONS PRIOR TO CLOSING ANY PAVEMENTS SO THAT
PROPER NOTAMS MAY BE ISSUED BY THE AIRPORT.

3. FOR ANY EQUIPMENT USED BY THE CONTRACTOR WITH A HEIGHT
GREATER THAN 25', THE CONTRACTOR SHALL PROVIDE TO THE AIRPORT
THE TYPE OF EQUIPMENT, TOTAL HEIGHT, AND LOCATION WHERE THE
EQUIPMENT WILL BE USED.  THE AIRPORT WILL SUBMIT FAA FORM 7460-1
TO THE FAA FOR AN AIRSPACE STUDY.  NO EQUIPMENT WITH A HEIGHT
GREATER THAN 25' SHALL BE USED UNTIL A DETERMINATION FROM FAA IS
RECEIVED.

4. IN THE EVENT OF AN EMERGENCY, THE CONTRACTOR SHALL CALL 911.

5. CONTACTS FOR THIS PROJECT WILL BE DETERMINED AT THE
PRECONSTRUCTION MEETING PRIOR TO THE PROJECT START.

10. INSPECTION REQUIREMENTS
1. THE CONTRACTOR SHALL INSPECT THE JOBSITE DAILY TO ENSURE

COMPLIANCE WITH THE CSPP.  THE CHECKLIST FOUND IN APPENDIX 3 OF
FAA AC 150/5370-2(LATEST EDITION) MAY BE USED TO AID IN THE
INSPECTIONS.

2. THE CONTRACTOR SHALL ATTEND AN INSPECTION OF EACH PHASE
WORK AREA PRIOR TO OPENING THE AREA TO AIRPORT OPERATIONS.

11. UNDERGROUND UTILITIES
1. IT WILL BE NECESSARY FOR THE CONTRACTOR TO MAKE HIS OWN FIELD

INVESTIGATION TO DETERMINE THE EXACT LOCATION OF THE
UNDERGROUND UTILITIES AT CRITICAL POINTS. SEE SECTION 70-17 OF
THE STANDARD SPECIFICATIONS AND SPECIAL PROVISIONS FOR
SPECIFIC REQUIREMENTS.  THE LOCATION OF UNDERGROUND UTILITIES
AS INDICATED ON THE PLANS HAS BEEN OBTAINED FROM EXISTING
RECORDS. NEITHER THE OWNER NOR THE ENGINEER ASSUMES ANY
RESPONSIBILITY IN RESPECT TO THE ACCURACY, COMPLETENESS OR
SUFFICIENCY OF THE INFORMATION. THERE IS NO GUARANTEE, EITHER
EXPRESSED  OR IMPLIED, THAT THE LOCATIONS, SIZE AND TYPE OF
MATERIAL OF EXISTING  UNDERGROUND UTILITIES AS INDICATED ARE
REPRESENTATIVE OF THOSE TO BE  ENCOUNTERED DURING
CONSTRUCTION.  IT SHALL BE THE CONTRACTOR'S  RESPONSIBILITY TO
DETERMINE THE ACTUAL LOCATION OF ALL SUCH FACILITIES,  INCLUDING
SERVICE CONNECTIONS TO UNDERGROUND UTILITIES.  PRIOR TO
CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY THE UTILITY
COMPANY/OWNER OF HIS  OPERATIONAL PLANS.  THE CONTRACTOR
SHALL MAKE ARRANGEMENTS FOR  DETAILED INFORMATION AND
ASSISTANCE IN LOCATING UTILITIES.  IN THE EVENT AN  UNEXPECTED
UTILITY INTERFERENCE IS ENCOUNTERED DURING CONSTRUCTION, THE
CONTRACTOR SHALL IMMEDIATELY NOTIFY THE UTILITY COMPANY, THE
OWNER AND  THE ENGINEER.  ANY SUCH MAINS AND/OR SERVICES
DISTURBED BY THE  CONTRACTOR'S OPERATIONS SHALL BE RESTORED
IMMEDIATELY AT HIS EXPENSE TO  THE SATISFACTION OF THE OWNER
AND THE ENGINEER.

2. BEFORE INITIATING ANY DIGGING, DRILLING OR EXCAVATING ON THE
AIRPORT PROPERTY, THE CONTRACTOR SHALL CALL J.U.L.I.E. AND
CONTACT THE LOCAL FAA OFFICE TO ARRANGE FOR UTILITY LOCATES.
SEE SECTION 70-17 OF THE SPECIAL PROVISIONS FOR UTILITY CONTACT
INFORMATION.

3. SHOULD A UTILITY COMPANY OR GOVERNMENT AGENCY BE UNABLE TO
LOCATE FACILITIES, THE CONTRACTOR SHALL LOCATE THESE FACILITIES.
PAYMENT FOR THIS LOCATION SHALL BE INCIDENTAL TO THE
IMPROVEMENTS REQUIRING THE LOCATE.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ALL AIRPORT
OWNED UTILITIES AND SHALL BE CONSIDERED INCIDENTAL TO THE
CONTRACT.

12.  PENALTIES
1. NONCOMPLIANCE BY THE CONTRACTOR WITH AIRPORT RULES AND

REGULATIONS OR FAILURE TO COMPLY WITH THE AIRPORT'S APPROVED
CSPP AND THE CONTRACTOR'S APPROVED SPCD MAY RESULT IN FINES
AS ALLOWED BY LAW.

13. SPECIAL CONDITIONS
1. ADJACENT CONSTRUCTION MAY IMPACT THE OPERATIONS OF THE

CONTRACTOR. SEE THE COORDINATION NOTES FOR ADDITIONAL
INFORMATION.

14. RUNWAY AND TAXIWAY VISUAL AIDS
1. RUNWAY OR TAXIWAY CLOSURES ARE AS DETAILED IN THE

CONSTRUCTION SAFETY AND PHASING PLAN FOR THIS PROJECT. IF ANY
RUNWAY OR TAXIWAY CLOSURES ARE REQUESTED BY THE
CONTRACTOR AND APPROVED BY THE AIRPORT, THE CONTRACTOR
SHALL USE MARKING, LIGHTING AND SIGNS THAT FOLLOW THE
REQUIREMENTS OF FAA AC 150/5370-2(LATEST EDITION).

15. MARKING AND SIGNS FOR ACCESS ROUTES
1. MARKING AND SIGNAGE FOR THE ACCESS ROUTE SHALL BE AS SHOWN

ON THE CONSTRUCTION SAFETY AND PHASING PLAN OR AS DIRECTED BY
THE RESIDENT ENGINEER.

16. HAZARD MARKING AND LIGHTING
1. THE CONTRACTOR SHALL FURNISH, ERECT, AND MAINTAIN MARKINGS

AND ASSOCIATED LIGHTING OF OPEN TRENCHES, EXCAVATIONS,
TEMPORARY STOCKPILES, AND THEIR CONSTRUCTION EQUIPMENT.

2. ALL CONSTRUCTION EQUIPMENT SHALL BE FLAGGED AND/OR LIGHTED IN
ACCORDANCE WITH FAA ADVISORY CIRCULAR 150/5370-2(LATEST
EDITION) AND 150/5210-5(LATEST ADDITION) AT ALL TIMES WHILE
OPERATING ON AIRPORT PROPERTY.  THE MAXIMUM EQUIPMENT HEIGHT
IS 25'.

3. BARRICADES SHALL BE PLACED AT THE LOCATIONS SHOWN ON THE
CONSTRUCTION SAFETY AND PHASING PLAN SHEET OR AS DIRECTED BY
THE RESIDENT ENGINEER. THE CONTRACTOR SHALL PLACE ALL
BARRICADES AND CONSTRUCTION SETBACK LINES ITEMS AS SHOWN
PRIOR TO INITIATING WORK IN EACH PHASE. ALL COSTS TO FURNISH,
INSTALL, REPOSITION, AND MAINTAIN THESE ITEMS SHALL BE
CONSIDERED INCIDENTAL TO THE PROJECT.

4. THE CONTRACTOR SHALL INSPECT THE BARRICADES ONCE DURING EACH
WORK DAY TO INSURE PROPER PLACEMENT AND PROPER OPERATION OF
THE RED LIGHTS AND FLAG PLACEMENT.

5. ACCESS TO ACTIVE RUNWAY AND TAXIWAY PAVEMENTS SHALL BE
SIGNED WITH STOP SIGNS MOUNTED ON TYPE II BARRICADES (2 EACH,
RIGHT AND LEFT). IN ADDITION TO THE STOP SIGNS, WARNING SIGNS (2
EACH, RIGHT AND LEFT) SHALL BE MOUNTED.  WARNING SIGNS SHALL
STATE "UNAUTHORIZED ACCESS NOT ALLOWED".

17. PROTECTION
1. CONTRACTOR PERSONNEL, VEHICLES, EQUIPMENT AND BARRICADES

SHALL NOT BE ALLOWED WITHIN THE TAXIWAY OBJECT FREE AREA
(TOFA) OF ACTIVE TAXIWAYS AND THE RUNWAY SAFETY AREA (RSA) OF
ACTIVE RUNWAYS.

18. OTHER LIMITATIONS ON CONSTRUCTION
1. IF, DURING CONSTRUCTION, AN EMERGENCY IS DECLARED BY THE

AIRPORT, THE CONTRACTOR SHALL IMMEDIATELY CLEAR THE PAVEMENT
OF ALL VEHICLES, PERSONNEL AND EQUIPMENT.

2. THE CONTRACTOR SHALL KEEP ALL TRUCKS, EQUIPMENT AND
MATERIALS OFF OF THE EXISTING RUNWAYS AND TAXIWAYS OUTSIDE OF
THE PROJECT LIMITS EXCEPT AS SHOWN OR WITH THE PRIOR
PERMISSION OF THE RESIDENT ENGINEER.  SHOULD THE CONTRACTOR
TRACK ANY DEBRIS ONTO EXISTING PAVEMENTS, THIS DEBRIS SHALL BE
REMOVED IMMEDIATELY WITH A PICK UP SWEEPER. A PICK UP SWEEPER
SHALL BE REQUIRED TO BE ON SITE AND OPERATE DURING ALL
CONSTRUCTION OPERATION WORKING HOURS.

3. THE CONTRACTOR SHALL PROVIDE WASTE RECEPTACLES THROUGHOUT
THE WORK ZONE AND MAINTAIN SANITARY FACILITIES FOR EMPLOYEES
TO USE.  FACILITIES WITHIN THE HANGARS/AIRPORT BUILDINGS SHALL
NOT BE USED.

4. WORK PERFORMED BY THE CONTRACTOR OUTSIDE OF DAYLIGHT HOURS
SHALL BE DONE UNDER SUFFICIENT ARTIFICIAL AREA LIGHTING TO
ALLOW FOR PROPER CONSTRUCTION METHODS AND INSPECTIONS.
LIGHT SHALL CONSIST OF MOVEABLE POLE MOUNTED FLOODLIGHTS
AND/OR SPOTLIGHTS OF SUFFICIENT NUMBER TO ILLUMINATE WORK
AREA.  VEHICLE HEADLIGHTS WILL BE ALLOWED ONLY IN ADDITION TO
OTHER LIGHTS MENTIONED ABOVE. LIGHTING SHALL BE APPROVED BY
THE ENGINEER AND SHALL NOT BE USED IF THEY AFFECT FLIGHT
SAFETY.

5. THE CONTRACTOR SHALL SUPPLY AND HAVE IN THEIR POSSESSION AT
ALL TIMES AT LEAST ONE AIRPORT RADIO.  IN THE EVENT THAT THE
AIRPORT MANAGER NEEDS TO CONTACT THE CONTRACTOR DIRECTLY,
THE OPERATOR OF SAID RADIO SHALL BE FAMILIAR WITH AIRPORT RADIO
PROCEDURES AND TUNED INTO THE UNICOM FREQUENCY.

6. BROKEN CONCRETE, BROKEN ASPHALT, AND OTHER MISCELLANEOUS
DEBRIS SHALL BE DISPOSED OF OFF AIRPORT PROPERTY, UNLESS
OTHERWISE SPECIFIED.

7. THE CONTRACTOR MAY BE REQUIRED TO SUBMIT A REVISED PROGRESS
SCHEDULE TO ACCOMMODATE AIRPORT EVENTS (I.E. AIR SHOW, ETC.).
SHOULD A REVISED SCHEDULE BE REQUIRED, THE REVISIONS SHALL BE
COMPLETED AT NO ADDITIONAL COST TO THE CONTRACT.

FRONT ELEVATION

ISOMETRIC

LOW PROFILE BARRICADE

STEADY BURN RED OMNI-
DIRECTIONAL LIGHT

6"
(M

A
X

.)

(MAX.)
9"

18
"

(M
A

X
.)

SIDE ELEVATION

9"

6"

6'

INSTALLATION PINS
AS DIRECTED

STEADY BURN RED OMNI-
DIRECTIONAL LIGHT

6'
(MAX.)

REFLECTIVE MATERIAL,
ORANGE FLORESCENT AND
WHITE FLORESCENT
DIAGONAL SHALL BE PLACED
ON ALL FACES. MATERIAL
SHALL BE EITHER
SCOTCHLITE OR REFLECTIVE
MATERIAL.

1. LOW PROFILE BARRICADES SHALL BE PLACED AT LOCATIONS SHOWN ON THE
PLANS OR AS DIRECTED BY THE ENGINEER. THE BARRICADES SHALL BE
INTERLOCKED WITH NO GAPS BETWEEN BARRICADES.

2. BARRICADES SHALL BE WEIGHTED TO WITHSTAND DISPLACEMENT BY JET OR
PROP BLAST.

3. THE BARRICADE LINE SHALL EXTEND ONE BARRICADE PAST THE EDGE OF
PAVEMENT INTO THE TURF.

4. FACING OF BARRICADE SHALL BE COVERED WITH REFLECTIVE TAPE OR PAINT.
5. BARRICADES SHALL BE OF LOW MASS, EASILY COLLAPSIBLE UPON CONTACT

WITH AN AIRCRAFT OR ANY OF IT'S COMPONENTS, AND WEIGHTED OR STURDILY
ATTACHED TO THE SURFACE.  IF AFFIXED TO THE SURFACE, THE BARRICADE
MUST BE FRANGIBLE AT GRADE LEVEL OR AS LOW POSSIBLE, BUT NOT TO
EXCEED 3 INCHES ABOVE THE GROUND.

6. ALL COST ASSOCIATED WITH THE LOW PROFILE BARRICADES SHALL BE
CONSIDERED INCIDENTAL TO THE CONTRACT.

INTERLOCKING LOW PROFILE BARRICADE DETAILS

INTERLOCKING LOW PROFILE BARRICADE NOTES

NOT TO SCALE
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THIS SHEET
THE INFORMATION SHOWN ON THESE PLANS HAS BEEN  OBTAINED FROM
AVAILABLE RECORDS. NEITHER THE OWNER  NOR THE ENGINEER ASSUMES
ANY RESPONSIBILITY WHATSOEVER WITH RESPECT TO THE ACCURACY OR
SUFFICIENCY  OF THE INFORMATION, AND THERE IS NO GUARANTEE, EITHER
EXPRESSED OR IMPLIED, THAT THE CONDITIONS INDICATED  ARE
REPRESENTATIVE OF THOSE TO BE ENCOUNTERED IN  THE FIELD. IT SHALL BE
THE CONTRACTOR'S RESPONSIBILITY  TO VISIT THE SITE AND ACQUAINT
HIMSELF WITH THE  EXISTING CONDITIONS.

LEGEND

EXISTING NATURAL GAS LINE

EXISTING UNDERGROUND ELECTRIC

EXISTING STORM SEWER

EXISTING UNDERGROUND TELEPHONE LINE

EXISTING FLAG POLE

EXISTING SPLICE CAN

EXISTING ELECTRICAL MANHOLE

EXISTING STORM SEWER STRUCTURE

UGE

G

ST

T

EXISTING WATER LINEW

EXISTING ELECTRICAL DUCT

X EXISTING PERIMETER FENCE

EXISTING POWER POLE

EXISTING ELECTRIC HANDHOLE

EXISTING BUILDINGS

NEW 2" PAVEMENT MILL AND OVERLAY AREA

EXISTING LIGHT POST

EXISTING TELEPHONE PEDESTAL

EXISTING ELECTRIC TRANSFORMER

EXISTING CULVERT PIPECP

T
SB

EXISTING OVERHEAD POWER LINEOHE

EXISTING FLARED END SECTION

EXISTING RIPRAP

E

H

T

CB D

HOOVER ROAD

HOOVER ROAD

IL
 R

O
U

TE
 4

0

EXISTING FARM FIELD

EXISTING FARM FIELD

E
X

IS
TI

N
G

 F
A

R
M

 F
IE

LD

EXISTING FARM FIELD

EXISTING ASPHALT
PARKING LOT

GENERAL NOTES

1. LINEWORK FOR EXISTING ITEMS THAT ARE TO BE REMOVED
ARE BOLD FOR CLARITY.

2. ALL ASPHALT PAVEMENT REMOVAL TO BE BY MILLING. ALL
MILLED EXTENTS SHALL BE SAWCUT TO PROVIDE A CLEAN
VERTICAL FACE TO CONSTRUCT AGAINST. ALL PAVEMENT
MILLINGS SHALL BE DISPOSED OF OFF AIRPORT PROPERTY

3. EXISTING STREET LIGHTS, STORM SEWER STRUCTURES,
AND GATES TO BE PROTECTED FROM DAMAGE. ANY
DAMAGE SUSTAINED WILL BE FIXED IMMEDIATELY BY THE
CONTRACTOR AT NO ADDITIONAL COST TO THE CONTRACT.

4. THE EXACT PAVEMENT MILLING LIMIT AND DEPTH REQUIRED
SHALL BE DETERMINED FROM THE GRADING PLAN SHEETS.
THE PAVEMENT SHALL BE MILLED IN SUCH A MANNER TO
FACILITATE A TOTAL 2" ASPHALT OVERLAY.

5. ANY LANDSCAPING RESTORATION AND EARTHWORK
REQUIRED DIRECTLY ADJACENT TO THE PAVEMENT EDGE
AS A RESULT OF CONTRACTOR'S CONSTRUCTION MEANS
AND METHODS SHALL BE COMPLETED AT NO ADDITIONAL
COST TO THE CONTRACT.

REMOVE AND REPLACE EXISTING SIDEWALK

ITEM TO BE REMOVED

ITEM TO BE PROTECTED
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NOMINAL 2" MILL OF EXISTING ASPHALT PAVEMENT
(TYP.) (AR401650)
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GENERAL NOTES

NEW 5' PCC SIDEWALK

NEW WHITE STOP BAR
PAVEMENT MARKING
(AR620520)

EXISTING SIGN

10' 30'

(TYP.)

NEW YELLOW ROAD CENTERLINE STRIPING
PAVEMENT MARKING (TYP.) (AR620520)

NEW YELLOW ROAD CENTERLINE
STRIPING PAVEMENT MARKING (TYP.)
(AR620520)10' 30'

(TYP.)

30'

EXISTING OVERHEAD POWER LINE

1. ADDITIONAL EROSION CONTROL MEASURES REQUIRED AT
THE CONTRACTOR STAGING AND STORAGE AREA SHALL BE
PROVIDED AT NO ADDITIONAL COST TO THE CONTRACT.

2. REFER TO PAVEMENT MARKING DETAILS FOR PAVEMENT
MARKING DIMENSIONS, SPACING , AND COLORS.

3. NEW ASPHALT PAVEMENT SHALL CURE FOR 30 DAYS PRIOR
TO INSTALLATION OF NEW PAVEMENT MARKINGS.

RELOCATED SIGN

NEW WHITE DIRECTIONAL
ARROW PAVEMENT MARKING

(TYP.) (AR620520)

9'

9'

NEW WHITE ROAD EDGE LINE
PAVEMENT MARKING (TYP.) (AR620520)

NEW WHITE ROAD EDGE LINE
PAVEMENT MARKING (TYP.) (AR620520)
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NEW 5' PCC SIDEWALK
(AR501604) (TYP.)
(SEE NOTE 2)

NEW 5' PEDESTRIAN GATE
(AR162530) (SEE NOTE 3)

THIS SHEET

RELOCATE EXISTING HANDICAP
PARKING SIGNS (AR910975)
(SEE NOTE 4)
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NEW YELLOW
PARKING STALL

PAVEMENT PARKING
(TYP.) (AR620520)

NEW YELLOW
PARKING ISLAND

PAVEMENT PARKING
(TYP.) (AR620520)

NEW WHITE PEDESTRIAN
CROSSWALK PAVEMENT PARKING

(TYP.) (AR620520)

6.25'
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13.69'

NEW GATE DETECTOR LOOPS
(AR162571)  (SEE NOTE 1)

NEW GATE DETECTOR LOOPS
(AR162571) (SEE NOTE 1)

GENERAL NOTES
1. SEE MISCELLANEOUS DETAILS SHEET FOR DETECTOR LOOP LAYOUT AND

INSTALLATION DETAILS. ALL COST ASSOCIATED WITH INSTALLATION AND
INTEGRATION OF NEW DETECTOR LOOPS INTO THE EXISTING GATE OPERATOR
SHALL BE CONSIDERED INCIDENTAL TO THE ASSOCIATED PAY ITEM.

2. LANDSCAPING RESTORATION INCLUDING EARTHWORK AND SEEDING REQUIRED
DUE TO THE REDUCED WIDTH OF THE NEW SIDEWALK SHALL BE CONSIDERED
INCIDENTAL TO PAY ITEM AR501604 4" PCC SIDEWALK.

3. ALL COST ASSOCIATED WITH INTEGRATING THE NEW 5' PEDESTRIAN GATE INTO
THE EXISTING FENCELINE SHALL BE CONSIDERED INCIDENTAL TO PAY ITEM
AR162530 WALKWAY GATES, CLASS E (5').

4. SIGN RELOCATION PAY ITEM SHALL INCLUDE RELOCATION OF EXISTING SIGN
PANELS TO NEW SIGN POST.
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4" YELLOW PAVEMENT
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4" YELLOW PAVEMENT MARKING
(TYP.)

HANDICAP PARKING STALL STRIPING DETAIL
NOT TO SCALE

18'

9' 9'
2'

3'

90°

LC

2.5' R

6" YELLOW (TYP.)

ACCESSIBILITY PARKING SPACE MARKING DETAIL
NOT TO SCALE

4" YELLOW PAVEMENT
MARKING (TYP.)

3'

45°

PARKING ISLAND MARKING DETAIL
NOT TO SCALE

36'

CENTERLINE MARKING DETAIL
NOT TO SCALE

EDGE MARKING DETAIL
NOT TO SCALE

6" YELLOW CENTERLINE
MARKING (TYP.)

10'

NOTES:
1. CENTERLINE LENGTH SHALL BE 10 FEET WITH A GAP

OF 30 FEET, UNLESS SPECIFIED OTHERWISE.

6" WHITE EDGE
MARKING (TYP.)

45°

SIDEWALK
WIDTH

2'

90°

CROSSWALK MARKING DETAIL
NOT TO SCALE

6" WHITE PAVEMENT
MARKING (TYP.)

DIRECTION SYMBOL DETAIL
NOT TO SCALE
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MARKING
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FILL SLOT WITH
APPROVED SEALER

PLASTIC TUBING
RETAINER

LOOP WIRE IN
PLASTIC TUBE

M
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.
1-

1/
2"

A

A

16'

1"

4'

1"

PERSPECTIVE VIEW OF DETECTOR LOOP SAW SLOT

NOTES:
1. LOOP LEADS ARE LIMITED TO 100 FEET.

2. LOOP LEADS MUST HAVE FOUR (4) TWISTS PER FOOT.

3. LOOP AND LOOP LEADS MUST BE LOCATED, AT LEAST, 18" FROM ANY
ELECTRICAL POWER SERVICE OR RUN, OR STEEL REINFORCEMENT.

4. LOOP LEADS MUST BE IN SEPARATE CONDUIT BETWEEN LOOP AND
DETECTOR.  THEY MUST NOT SHARE CONDUIT WITH OTHER WIRING OR
LEADS FROM OTHER LOOPS.

5. WIRE SHALL BE #16 THHN SINGLE CONDUCTOR STRANDED WIRE.

6. ALL WIRE SHALL BE CONTINUOUS WITHOUT SPLICING.

CAUTION:
· DO NOT SPLICE WIRE.

· DO NOT FRACTURE WIRE INSULATION. LOOPS SHORTED TO
GROUND WILL CAUSE DETECTOR MALFUNCTION. WHEN
PLACING WIRE IN THE SLOT, DO NOT USE SCREWDRIVER OR
OTHER SHARP TOOLS.

TYPICAL LAYOUT FOR LOOP:
· SAW SLOT 3/16" WIDE x 1-1/2" DEEP. MAKE RECTANGULAR

SHAPE TO SPECIFIED LOOP DIMENSIONS PLUS SLOT FOR
LEAD CONDUIT.

· GROUT WITH NO. 202 WEATHERBAN SEALANT (A PRODUCT OF
3M CO.) OR APPROVED EQUAL. (EXAMPLE: DE WITTS NO. 99
BLACK MASTIC CAULK).

3
4" CONDUIT

TO GATE OPERATOR

LOOP LEADS

ONE #16 THHN SINGLE CONDUCTOR
STRANDED WIRE

SECTION A-A

 DETECTOR LOOP DETAILS
NOT TO SCALE

AIRSIDE FOR ENTRANCE GATE
LANDSIDE FOR EXIT GATE

AIRSIDE FOR EXIT GATE
LANDSIDE FOR ENTRANCE GATE

E

X

GATE OPERATOR

120/208VAC POWER

2'

4'
6'

6'
4'

2'

2'2'

DETECTOR LOOP,
REFER TO DETAIL (TYP.)

AUTOMATIC
GATEFENCE

GATE WIDTH

NOTES:
1. THE LOCATION OF THE NEW DETECTOR LOOPS ARE FOR INFORMATION ONLY AND SHALL BE FIELD ADJUSTED PER THE

MANUFACTURER RECOMMENDATION.

2. THE MINIMUM BURIAL DEPTH FOR PVC CONDUIT IS 24" BELOW FINISHED GRADE.

 NEW DETECTOR LOOP LAYOUT
NOT TO SCALE

GATE OPENING AS
SHOWN ON PLAN

GATE POST

TOP RAIL GATE FRAME

POST TOP

LINE POST

GATE POST

TOP GATE HINGE
(90° SWING)

SEE FOOTING
DETAIL

SEE FOOTING
DETAIL

COMMERCIAL
STRONG ARM

LATCH

STRETCHER
BAR

LINE
POST

TENSION WIRE

TRUSS
ROD

BRACE

STRETCHER BAR

TRUSS
RODS

PEDESTRIAN GATE ARRANGEMENT
NOT TO SCALE

 FOOTING
FOR GATE POST

NOT TO SCALE

 METHOD OF TYPING
FABRIC TO PIPE

NOT TO SCALE

 METHOD OF TYPING
FABRIC TO TENSION WIRE

NOT TO SCALE

 METHOD OF FASTENING
STRECHER BAR TO POST

NOT TO SCALE

14" DIA.
MIN.

4"

36
"ITEM P-610

CONCRETE

GROUND
LINE

STEEL TROWEL
FINISH SLOPE TO

DRAIN TYPICAL
AT ALL POST

FOUNDATIONS

2"

BARBED SELVAGE

FABRIC

TENSION
WIRE

PIPE

FABRIC

BARBED SELVAGE
FABRIC TIE SPACED

24" CENTER TO
CENTER MAX.

STRETCHER BAR

FABRIC

STRETCHER BAR
BAND SPACED 14"

CENTER TO
CENTER MAX.

POST

FABRIC TIE SPACED 24"
CENTER TO CENTER MAX.

 NEW SIDEWALK TYPICAL SECTION
NOT TO SCALE

1.5% - 2%

5'

NEW WELDED WIRE FABRIC - 4" x 4" W5/W6

NEW 4" PCC SIDEWALK

NEW 4" COMPACTED CA6
(INCIDENTAL TO PCC SIDEWALK
INSTALLATION)

COMPACTED SUBGRADE

MISCELLANEOUS
DETAILS

14
14

NOTES:
1. NEW PEDESTRIAN SWING GATE SHALL BE 5' WIDE AND 4' TALL.

2. NEW GATE POST SHALL CONFORM TO THE DIMENSIONAL REQUIREMENTS AS
SPECIFIED IN FEDERAL SPECIFICATIONS RR-F-191/3E.

3. ALL COST INCLUDING LABOR AND MATERIALS REQUIRED TO INTEGRATE THE NEW
5' PEDESTRIAN GATE INTO THE EXISTING FENCELINE SHALL BE CONSIDERED
INCIDENTAL TO PAY ITEM AR162530 WALKWAY GATES, CLASS E (5').
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A

A

* MUST EXTEND FULL WIDTH
OF INGRESS AND EGRESS
OPERATION.

SECTION A-A SIDE ELEVATION

PLAN VIEW

STABILIZED CONSTRUCTION ENTRANCE
FROM NRCS STANDARD DRAWING NO. IL-630

B

B

SECTION B-B

1. FILTER FABRIC SHALL MEET THE REQUIREMENTS OF MATERIAL
SPECIFIED UNDER SECTION 1080.03, OF THE IDOT STANDARD
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, ADOPTED
JANUARY 1, 2022.

2. ROCK OR RECLAIMED CONCRETE SHALL MEET ONE OF THE
FOLLOWING IDOT COARSE AGGREGATE GRADATION, CA-1, CA-2, CA-3
OR CA-4. COMPACTION SHALL BE TO THE SATISFACTION OF THE
ENGINEER.

3. MINIMUM WIDTH IS 14' FOR ONE-WAY TRAFFIC AND 20' FOR TWO WAY
TRAFFIC. TWO-WAY TRAFFIC WIDTHS SHALL BE INCREASED A
MINIMUM OF 4' FOR TRAILER TRAFFIC. DEPENDING ON THE TYPE OF
VEHICLE OR EQUIPMENT, SPEED, LOADS, CLIMATIC AND OTHER
CONDITIONS UNDER WHICH VEHICLES AND EQUIPMENT OPERATE AN
INCREASE IN THE MINIMUM WIDTHS MAY BE REQUIRED.

4. ANY DRAINAGE FACILITIES REQUIRED BECAUSE OF WASHING SHALL
BE CONSTRUCTED ACCORDING TO MANUFACTURERS
SPECIFICATIONS AND SHALL BE INCIDENTAL TO THE CONTRACT.

5. ROADWAY SHALL FOLLOW THE CONTOUR OF THE NATURAL TERRAIN
TO THE EXTENT POSSIBLE.

6. IF WASH RACK ARE USED THEY SHALL BE INSTALLED ACCORDING TO
THE MANUFACTURER'S

   SPECIFICATIONS.

7. THE STABILIZED CONSTRUCTION ENTRANCE SHALL BE INCIDENTAL TO
THE CONTRACT.

50'

6" MIN. 3'

5:1 SLOPE
EXISTING
PAVEMENT

MOUNTABLE
BERM
(OPTIONAL)

FILTER FABRIC

EXISTING
GROUND

FILTER FABRIC

3" MIN

3" MIN

14' MIN.

50'

14'
MIN.*

ROADSIDE DITCH
IF NEEDED

WASH RACK
(OPTIONAL)

10' MIN.

POSTIVE DRAINAGE TO
SEDIMENT TRAPPING DEVICE

10' MIN.

10' MIN.

COURSE
AGGREGATE

EXISTING
GROUND

6' - 7'

REINFORCED
CONCRETE

DRAIN SPACE

EXISTING
PAVEMENT

SECTION

PLAN

1.
5'

10' MIN.
ANCHOR

(2 PER BALE)

ANCHOR

STRAW
BALE
(TYP)

STRAW
BALE

3.0'

4"
 M

IN

2" MIN

STAPLE DETAIL

1/8" DIA.
STEEL WIRE

ABOVE GROUND TEMPORARY WASHOUT BELOW GROUND TEMPORARY WASHOUT

V
A

R
IE

S

BINDING
WIRE10 MIL PLASTIC

LINING

STAPLES
(MIN 2 PER BALE)

SECTION A-A

PLAN

SANDBAG (TYP)

V
A

R
IE

S

1. CONTRACTOR SHALL DETERMINE LOCATION AND SIZE OF WASHOUT.

2. WASHOUT SIZE AND LOCATION SHALL BE APPROVED BY THE ENGINEER.

3. A CONCRETE WASHOUT SIGN SHALL BE INSTALLED WITHIN 20 FEET OF THE
TEMPORARY CONCRETE WASHOUT FACILITY.  AT A MINIMUM, THE SIGN SHALL READ
"CONCRETE WASHOUT" IN 6" TALL LETTERS.

4. INSPECTION SHALL OCCUR ONCE PER WEEK AND DAILY DURING CONCRETE
OPERATIONS. REPAIR/REPLACEMENT OF THE FACILITY SHALL BE MADE SUCH THAT
CONCRETE WASTE IS CONTAINED.

5. MEDIA SHALL BE REMOVED AND DISPOSED OF AT A LEGAL OFF-SITE LOCATION WHEN
THE FACILITY HAS REACHED 50% CAPACITY.

6. UPON COMPLETION OF CONCRETE OPERATIONS, THE CONCRETE WASHOUT AND ALL
MATERIALS CONTAINED WITHIN SHALL BE DISPOSED OF AT A LEGAL OFF-SITE
LOCATION.

7. BELOW GROUND ONLY: SANDBAGS SHALL BE INSTALLED TO ANCHOR THE LINING. THE
NUMBER OF SANDBAGS SHALL BE DETERMINED BY THE CONTRACTOR. THE
CONTRACTOR SHALL ADD SANDBAGS SO AS TO MAINTAIN ANCHORING OF THE LINING.

8. BELOW GROUND ONLY: THE TEMPORARY WASHOUT FACILITY SHALL BE SURROUNDED
BY SILT FENCE ON ALL SIDES.

10' MIN.

SILT FENCE

AA

BERM

BERM

3' MIN

SANDBAG

CONCRETE WASHOUT
SIGN DETAIL

(OR EQUIVALENT)

CONCRETE
WASHOUT

PLYWOOD
4'x2' PAINTED
WHITE

WOOD POST
(3.5"x3.5"x8')

LAG
SCREWS
(1/2")

BLACK LETTERS
6" HEIGHT

NOT TO SCALE

CONCRETE WASHOUT
(INCIDENTAL TO CONTRACT)

10 MIL
PLASTIC

LINING

S
F

S
F

SF SF SF SF

S
F

S
F

NOTES

3'
3'

10'10'

N.T.S.
INLET PROTECTION WITH STRAW BALES

N.T.S.
INLET PROTECTION WITH FABRIC

FABRIC FENCE

CATCH BASIN
OR INLET

STRAW BALES

CATCH BASIN
OR INLET

DRAIN
SPACE

TYPICAL
FLAT/RECTANGULAR/ROLLED

CURB INLET FILTER

TYPICAL
ROUND

INLET FILTER

NOTE:

1. ONLY THOSE INLET PROTECTIONS SHOWN ON THE
STORM WATER POLLUTION PREVENTION PLAN SHALL
BE PAID UNDER P-156-5.1, INLET PROTECTION.  INLET
PROTECTIONS REQUIRED DUE TO CONTRACTOR
REQUIREMENTS AT THE STAGING AREA SHALL BE
CONSIDERED INCIDENTAL TO THE CONTRACT.

INSTALLATION:

1. REMOVE GRATE

2. DROP INLET
FILTER ONTO
LOAD BEARING
LIP OF CASTING
OR CONCRETE
STRUCTURE

3. REPLACE GRATE

NOT TO SCALE
INLET PROTECTION / SEDIMENT TRAP

11 GAUGE STEEL
SUSPENSION

SYSTEM

2-PLY REPLACEABLE
SEDIMENT BAGS WITH

GEOTEXTILE FILTER FABRIC

STAINLESS STEEL
CLAMPING BAND

LIFT HANDLES
STANDARD 2"

OVERFLOW
AREA

S
F

SF

SF

FLOW

N.T.S.

SLOPE BOXES AND HEADWALLS
INLET PROTECTION AT END SECTION, 

END SECTION SLOPE
BOX OR HEADWALL

SPACERS SILT FENCE
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