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DOUGLAS

CONTRACT NO. 90711

            

* 6RS-1 & (6BR)BR

*

FAP ROUTE 816

ATWOOD-ARTHUR RD

SECTION 6RS-1 & (6BR)BR

DOUGLAS COUNTY

176

STA. 100+54.0 TO STA. 159+31.0
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40’-0" & VARIES 40’-0" & VARIES

7’-0" 26’-0" & VARIES 7’-0"

3’-0"

3:1 & VARIES 3:1 & VARIES

40’-0" & VARIES 40’-0" & VARIES

3’-0" 26’-0’ & VARIES 3’-0"
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 1/2 " TO1 1/2 "/FT

*

*

STA. 159+31.0 TO STA. 349+91.5.0

1’-0"1’-0"

3:1 &
 VARIES

1’-0" 1’-0"

2’ & VARIES 2’ & VARIES

EXISTING TYPICAL CROSS SECTION

3:1 &
 V

ARIE
S

EXISTING TYPICAL CROSS SECTION

2’ & VARIES 2’ & VARIES

BRIDGE OMISSION

STA 144+46.70 TO STA 144+76.69

3:1 VARIES

3:1 VARIES

3:1 VARIES

3:1 VARIES

PAVEMENT WIDTH TYPICALLY 26 FT

STA. 159+31 TO STA. 345+10.

PAVEMENT WIDTH VARIES

STA. 345+10 TO STA. 349+91.50

AT THE INTERSECTION OF US RTE 36

HOT-MIX ASPHALT RESURFACING, 3"|

PORTLAND CEMENT CONCRETE PAVEMENT, 8"

HOT-MIX ASPHALT BASE COURSE WIDENING, 9"

PAINT STRIPE

AGGREGATE SHOULDER, TYPE B

HOT-MIX ASPHALT RESURFACING, 3"|

PORTLAND CEMENT CONCRETE PAVEMENT, 8"

HOT-MIX ASPHALT BASE COURSE WIDENING, 9"

PAINT STRIPE

HOT-MIX ASPHALT SHOULDERS, 6"

RUTTING, TYP.


