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AutomaticHAMMER TYPEHollow Stem Auger

Surface Water Elev. ft
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Groundwater Elev.:

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)

The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)
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STRUCT. NO.

CNA1.5 Miles West of FithianDESCRIPTION

NE, SEC. 11, TWP. 19N, RNG. 14W, 2nd PM
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Surface Water Elev. ft
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Groundwater Elev.:

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)

The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)
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CNA1.5 Miles West of FithianDESCRIPTION
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SOIL BORING DATA

FAP ROUTE 840 (IL 49N)

OVER FAI RTE 74 (I-74)

SECTION (10-92-8HB-4) BR

VERMILION COUNTY

STA. 1160+20.53 (I-74)

STA. 50+00.00 (IL 49N)

STRUCTURE NO. 092-0203
0920203.DGN

Brown Mottled Clay Loam
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Groundwater Elev.:

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)

The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
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