
EXHIBIT 3-1 
Comparison between Count versus Modeled Volumes (Example: Thorndale & IL 72 Corridors) 

Thorndale Av. and Higgins Rd (Multiple Count Locations)

0

5000

10000

15000

20000

25000

30000

35000

40000

Tho
rnd

ale
Ave

_E
B

Tho
rnd

ale
Ave

_W
B

Tho
rnd

ale
Ave

_E
B

Tho
rnd

ale
Ave

_W
B

Tho
rnd

ale
Ave

_E
B

Tho
rnd

ale
Ave

_W
B

Tho
rnd

ale
Ave

_E
B

Tho
rnd

ale
Ave

_W
B

IL7
2H

igg
ins

Rd_
EB

IL7
2H

igg
ins

Rd_
WB

IL7
2H

igg
ins

Rd_
EB

IL7
2H

igg
ins

Rd_
WB

IL7
2H

igg
ins

Rd_
EB

IL7
2H

igg
ins

Rd_
WB

IL7
2H

igg
ins

Rd_
EB

IL7
2H

igg
ins

Rd_
WB

IL7
2H

igg
ins

Rd_
EB

IL7
2H

igg
ins

Rd_
WB

IL7
2H

igg
ins

Rd_
EB

IL7
2H

igg
ins

Rd_
WB

IL7
2H

igg
ins

Rd_
EB

AA
DT Field Counts

Modeled Counts

 

EXHIBIT 3-2 
Comparison of Modeled Versus Actual Count Data on Arterials: All Day Volume 

COMPARISON OF MODELED VS ACTUAL COUNT DATA ON ARTERIALS - ALL DAY VOLUME 
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