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3.

2.

1.

AND REBAR DETAILS.

SEE STRUCTURAL PLANS FOR ANCHOR ROD

WITH CONCRETE SUPERSTRUCTURE.

THE COST OF ANCHOR RODS IS INCLUDED

(MILLIMETERS) UNLESS OTHERWISE SHOWN.

ALL DIMENSIONS ARE IN INCHES

SEE BRIDGE PLANS FOR 1 (25) ANCHOR ROD BY OTHERS.

TO ISOLATION PAD MAN. SPECIFICATIONS.

1 (25) SELF-LOCKING NUT. INSTALL WITH TORQUE WRENCH

POLE BASE

 (13) LEVELING PLATE SIZED TO MATCH POLE BASE.2
1

1 (25) LEVELING NUT

BRIDGE PARAPET

DETAIL A

OVERLAP AND WIRE-TIE WITH MATCHING WIRE.

LEVELING PLATE. PROVIDE 6 (150) MINIMUM

RODS BETWEEN FOUNDATION AND BOTTOM OF

SCREEN WRAPPED AROUND NUTS AND ANCHOR

AND WASHERS.

ISOLATION PAD

VIBRATION

SEE DETAIL A

CAP WITH BUSHING.

WIRING REPLACE

WHEN READY FOR

END OF CONDUIT.

THREAD AND CAP 10"

(254)

(292)

(508)

1'-8"

(216)

BY OTHERS

ALUMINUM POLE
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AND MATERIAL.

PLANS FOR ANCHOR ROD LENGTH

GALVANIZED. SEE STRUCTURAL

BOLT. ALL NUTS & WASHERS MUST BE

1  REGULAR NUT & 1  LOCKNUT FOR EACH

3 FLAT WASHERS, 1 ISOLATION WASHER,

1" (25.4) DIA. ANCHOR RODS PROVIDE
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PARAPET TOE

IN FOUNDATION BOLT CIRCLE

PVC CONDUIT CENTERED

15" (381) DIA. BOLT CIRCLE
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LIGHT POLE SHAFT

LEVELING PLATE AND LIGHT POLE BASE

A

A

PLAN

SECTION A-A

 (64 x 13) MIN. ISOLATION WASHER.2
1 O.D. x 2

12

 (64 x 7) WASHERS BOTH SIDES OF4
1 O.D. x 2

12

 (13) MIN. ISOLATION PAD SIZED TO MATCH POLE BASE.2
1

SHEETS.  RADIUS = 24" (610), 90° ELBOW (TYP.)

INDICATED ON PLAN

UNLESS OTHERWISE

2" (51) DIA. PVC CONDUIT

SECTION COUNTY
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DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS
15" (381 mm) BOLT CIRCLE

LIGHT POLE MOUNTED ON CONCRETE PARAPET WALL, CONSTANT SLOPE
T. GODINHO 04-12-23


