MAST ARM LENGTH AS SPECIFIED
TWO 1%" (38.1) HOLES 180° APART AND TWO

POLE NUMBER FOR SINGLE
MAST ARM POLES

14" (355.6)

CASTMA/;L:'M;I\:)LSMS:;IEES CSASP 1%" (31.75) 1.D. RUBBER GROMMET FOR EACH L
o MAST ARM (203.2) 2" (50.8) N.P.S.
SCREWS
‘ = 3° UPTILT  SLIPFITTER
MAST ARM 1 g?CT(Igal'\l.S) X 5% (130.75) NOTES
ORIENTATION Nil 6" . G,:
(152.4) Si 1. ALL DIMENSIONS ARE IN INCHES (MILLIMETERS)
”: TRAFFIC FLOW mumi- 5 UNLESS OTHERWISE SHOWN.
‘ ~
o HANDHOLE = F
) | POSITION ) gm 3 2. MOUNTING HEIGHT IS DEFINED AS THE
*TOP OF LETTERS AND NUMERALS IR EA]F;ESF}E% ‘l‘;l;:"wm LUESY“séég}T-g’ 0.D. DISTANCE FROM THE CENTERLINE OF THE
ABovE GR&N(BGLE;?E) R ul : : TENON TO THE BOTTOM OF THE ANCHOR BASE.
6" 2" (50.8) SCHEDULE 3. TWO PIECE SHAFT WILL BE MATCHED MARKED
POLE SHAFT (152.4) 40 PIPE ALLOY 6063-T6 AND INTERCHANGEABLE BETWEEN DIFFERENT
6" (152.4) OUTSIDE TOP DIAMETER UNITS. FIELD DRILLING OF THE HOLES WILL
EXTRUDED POLE BANDS (CLAMPS) NOT BE ALLOWED.
ALLOY 6061-T6 WITH %" (12.7) X
POSITION OF HANDHOLE AND 13 N.C. STAINLESS STEEL HARDWARE. 4. THE LIGHT POLE WILL MEET AASHTO DESIGN
TAPERED ALUMINUM TUBE CRITERIA AS SPECIFIED.
POLE NUMBER FOR SINGLE z 0.312" (8) WALL
MAST ARM POLES MOUNTED o ALLOY 6063-T6 SATIN 5  THE INSTALLING CONTRACTOR WILL PROVIDE A
~ gEOFLI’h““'EDRF‘NISH 100 GRIT UL LISTED GROUNDING CONNECTOR. BURNDY
ON BRIDGE PARAPET OR = K2C23, T&B SP4DL OR APPROVED EQUAL.
o
BARRIER WAI.I. 5 6. LIGHT POLES WILL NOT BE INSTALLED WITHOUT
MAST ARMS AND LUMINAIRES.
7. LIGHT POLES WILL BE SET PLUMB ON THE
‘ 476" (14.478 m) FOUNDATION WITHOUT THE USE OF LEVELING
‘
MAST ARM 1 MOUNTING NUTS, WASHERS OR SHIMS.
ORIENTATION il HEIGHT
‘I SEE NOTE #2 8.  LIGHTING UNIT IDENTIFICATION NUMBERS
| TRAFFIC FLOW » SEE NOTE #3 SHALL BE INSTALLED BEFORE THE LIGHTING
a UNIT IS ENERGIZED.
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LIGHT POLE BASE PLATE DETAIL

‘ 0.312" (8) WALL 15 INCH (381.0) BOLT CIRCLE
! ALLOY 6063-T6 SATIN

OR?’;?\;TAQEFS + GROUND FINISH 100 GRIT
I‘I OR FINER
[ <= TRAFFIC FLOW

Q 6,
RGN —— %, o nenis 5 Y b1
oL ABOVE GROUND LINE : POLE SHAFT
* TOP OF LETTERS AND NUMERALS
5'-6" (1.68m)
ABOVE GROUND LINE %" (9.525)-16 TAPPED
*TOP OF LETTERS AND NUMERALS BOLT HOLE FOR
56" (1.68m) I POLE SHAFT GROUNDING CONNECTOR
ABOVE GROUND LINE | 4" (101.6) X 8" (203.2) HANDHOLE WITH
I REINFORCING FRAME, COVER AND %" (6.35)
TRAFFIC FLOW » [le———— MAST ARM 20 FLAT, TAMPER RESISTANT, PIN-HEAD
I ORIENTATION DRIVE TYPE 304 STAINLESS STEEL SCREWS
b WITH NICKEL ANTI-SEIZE LUBRICANT 4" (101.6) x 8" (203.2)

! HAND HOLE

10" (254.0) OUTSIDE
POSITION OF HANDHOLE AND ANCHOR BASE ALLOY 356-T6 WITHOUT HANDIEII\(I).I:I'I.ES.I)JETAIL
POLE NUMBER FOR TWIN B of /

MAST ARM POLES 2 P2
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