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636-1

POST MOUNTED SIGN

BARREL W/STEADY BURNING LIGHT

VERTICAL SIGN PANEL

BARRIER WALL MARKER

TRAFFIC FLOW ARROW

TEMPORARY CONCRETE BARRIER

IMPACT ATTENUATOR

TYPE III BARRICADE

NOT TO SCALE

PR VERTICAL PANELS

PR TELESCOPING STEEL POST

STEEL SLEEVE

BOTTOM PORTION OF TELESCOPING

MAX

TEMPORARY CONCRETE BARRIER (TYP)

EOP

20'

MIN

35'
*

SPACING (TYP) APPR.

VERTICAL PANELS 25'

 "EXCEPT AUTHORIZED VEHICLES" PLATE (TYP)

POST MOUNTED R3-4 WITH SUPPLEMENTAL

 ROADSIDE INSTALLATION OF TEST LEVEL 3 ARRAY

FOLLOW STANDARD 643001. PROVIDE

SPACING (TYP) APPR.

VERTICAL PANELS 25' 

100' SPACING (TYP)

VERTICAL PANELS 

100' SPACING (TYP)

VERTICAL PANELS 50' MINIMUM (TYP)50' MINIMUM (TYP)

*
FULL CLOSURE 

REMOVE GAP FOR 

CROSSOVER CLOSURE-TYPICAL

SHALL BE AT LEAST 4' ABOVE THE EDGE OF SHOULDER ELEVATION.

FROM THE EDGE OF SHOULDER AND THE TOP OF THE PANEL 

NEAR EDGE OF VERTICAL PANELS SHALL BE PLACED AT LEAST 1' 

PROTECTION.

AND CORING SHALL BE INCLUDED IN TRAFFIC CONTROL AND

COST OF PANELS, POSTS, SLEEVES, TYPE III BARRICADES, SIGNS,

PANELS SHALL BE REMOVED AND HOLES SHALL BE LEFT IN PLACE.

TO THE SATISFACTION OF THE ENGINEER. WHEN OPENING CROSSOVER,

PLACED 1" BELOW SURFACE AS SHOWN, AND WORK SHALL BE DONE

PAVEMENT FOR PLACEMENT.  TELESCOPING STEEL POLES SHALL BE

CROSSOVER PAVEMENT, 3" Ø HOLES SHALL BE CORED THROUGH

NOTE: FOR INSTALLATION OF VERTICAL PANELS IN AREAS OF


