
Location Type of Pavement Surface Type Pavement Marking Material

HMA Edge, Centerline & Channelization Paint < 3,000 ADT, Modified Urethane ≥ 3,000 ADT
PCC Edge, Centerline & Channelization Paint < 3,000 ADT, Modified Urethane ≥ 3,000 ADT

HMA Stop Bars, Letters & Symbols Preformed Plastic Type B - Inlaid
PCC Stop Bars, Letters & Symbols Modified Urethane

HMA Stop Bars, Letters & Symbols, Skip Dashes Preformed Plastic Type B - Inlaid
PCC Stop Bars, Letters & Symbols, Skip Dashes Modified Urethane

HMA Bidirectional, Center & Edge Lines Thermoplastic
PCC Bidirectional, Center & Edge Lines Modified Urethane

HMA Edge lines Grooved Modified Urethane
HMA Centerline Skips Preformed Plastic Type B - Inlaid

Interstate HMA Gore Lines Preformed Plastic Type B - Inlaid
Freeway Bridge Decks Grooved Preformed Plastic Type B - Std. App.

Expressway PCC Edge lines Modified Urethane
PCC Centerline Skips Modified Urethane
PCC Gore Lines Modified Urethane

Multilane

GENERAL GUIDELINES FOR THE USE OF PAVMENT
MARKING MATERIALS ON STATE HIGHWAYS

Rural Two Lane Intersections

Two thru five laneUrban
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